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Copyright © Weco S.r.l. 2024. All rights reserved.

Legal Notice

No part of this document may be reproduced, distributed or transmitted in any form or by any means without the prior eoitssnt
of WeCo Sr.l.

Disclaimer

The contract stipulated between WeCo S.r.l. and the customer regulates the purchase and use of the agreed productsrgervices
features. Some or all of the items described in this document may not be within the scope of the customer's purchas&resse.
otherwise specified in the agreement, all representations, information and recommendations contained in this documentidezipro
"AS IS", without warranty of any kind, either express or implied.

The information contained in this document is subject to change without notice. Although every effort has been made tahensure
accuracy of the contents, WeCo S.r.l. does not provide any warranty, explicit or implicit, as to their completenesgy refiabil

suitability for a particular purpose.

WeCo S.r.l. always recommends consulting an experienced technician or professional before purchasing, requesting thentost rec
version of the manual and technical data sheets from WeCo. Purchase and installation should only be made after caréioh @falua
the product, its warranties, and technical documentation.

Although WeCo batteries and inverters do not require constant maintenance, they still need to be monitored and checkegkiy a w
basis. This allows you to prevent any alarms or malfunctions which, if neglected, could cause greater damage. In atdities, ba
and inverters should be inspected regularly, ensuring that the dissipation areas are clean, that the system is functiparhg and
that the installation, connections, and water tightness are adequate.

In the event of an alarm or error that does not sedfet within 24 hours, no manual restart should be attempted. In these cases, the
system should be shut down immediately and a specialist technician should be contacted for diagnosis and intervestéigimgRe
manually is not a solutiog it may temporarily clear the error memory without fixing the underlying problem, potentially making the
situation worse and increasing the risk of future damage.

No part of this document may be reproduced or transmitted in any form or by any means without the prior written conseracamf We
S.r.l.

Warning

Mandatory Reading of the Entire Manual
Failure to review the manual in its entirety may lead to installation errors, improper use, and potential risks to peopteperty.

For correct installation, maintenance, and safe operation of the batteries, always follow all instructions contdfisarianual.
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Preface and Disclaimer

Thank you for choosing our product. Our goal is to offer you adpigtiity product and reliable aftesales service.

Before purchasing, installing, operating, or maintaining 8mart Altin-One, please read this manual carefully to prevent
accidents and protect the product, operators, and users from damage.

This manual contains detailed information on the operation, maintenance, troubleshooting, and safety rules of the product.

Disclaimer
WECO shall not be liable for any damage, malfunction, or injury resulting from installation, use, or maintenance not in
accordance with the instructions contained in this manual, including but not limited to the following:
1 Installation or use in environments that do not comply with local regulations.
Installing, using, or maintaining the battery under conditions inconsistent with those described in the manual.
Disassembly of the product or modification of software code without permission from WECO.
Failure to follow the safety instructions in this manual.
Use of unauthorized or unqualified parts or modules for the system.

Damage caused by abnormal natural conditions (force majeure, such as lightning, earthquakes, fires, storms, etc.).

=A =4 =4 =4 -4 -

Damage caused by the transport of the product if the shipment has been arranged by the customer, including
unloading by the customer.

=a

Damage due to storage conditions that do not comply with the requirements of the product documentation.

Hardware damage resulting from customer misuse.

Capacity and performance notes

The rated capacity of the battery modulesid 2 kwWhwith 100% to 0% SOC discharge under the control of the BMS, measured
when new and within three (3) months from the date of manufacture, provided that the storage conditions are in accordance
with the provisions of this manual.

The capacity is not constant for each cycle and can vary depending on several factors.

The degradation of battery energy is typical of any accumulator and is irreversible, in addition the degradation of asbattery
not linear in time and/or cycles and is strongly affected by factors such as temperatRee@nd Depth of Discharge (DoD)

and frequency of charge and discharge.

Residential models are designed to perform about 1 maximum two cycles per day and the charging and discharging process
must normally be spaced out by about-80 minutes of waiting in order to allow proper temperature dissipation and limit
thermal degradabn

TheLimited Performance Warranty documerntefines the parameters to get the best performance out of the battery.
Intellectual Property Rights Notice

All trademarks mentioned in this manual are the property of their respective owners. Anypiduitg trademarks, product

names, trade names, company names, and company names mentioned are trademarks or registered trademarks of other
companies, used solefgr descriptive purposes and in the interest of the present manual and interactions with it, without
any intent to violate copyright laws.

The following are strictly prohibited:

Reverse engineering or decompiling the battery software.

Removing or replacing the BMS

Turn around BMS protection functions to achieve performance or to bypass safety actions or BMS lock
Deletion of historical data and BMS alarms

Repairs not authorized by WeCo
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Fraudulently obtaining the source code or functions of the software to change its battery thresholds and/or limits
Product specifications may be changed without notice
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ATTENTION

THIS MANUAL MUST BE READ IN ITS ENTIRETY

conditions.

WARNING: Use suitable lifting systems to install the battery, as it weighs over 50 kg. The use of mechanical systest is requi

@ WARNING: The battery may explode or catch fire if exposed to flames, sparks, and/or heat. The technical room must Bersuitable

the type of battery and must be equipped with appropriate safety systems.

CAUTION: Verify that the voltage at the low voltage terminals is 0 VDC before working on the terminals.

% WARNING: The battery may explode and/or catch fire if subjected to strong impacts or punctures and/or if used outsidein§oper

CAUTION: The high voltage terminals (WECO 150A fast connectors) have no circuit breakers.

o CAUTION: The battery may accumulate stray currents. &ftgching itoff, always wait at least 5 minutes before working on the
W
d \ﬁ_‘L terminals
Ensure that the voltage on the low voltage terminals is always 0Vdc.

The high voltage terminals must always be protected by the rubber covers provided during operation and must only be removed

immediately before connecting the HV cable

CAUTION: Always use mandatory PPE when working on the battery.

At the end of its life, this battery must be recycled in accordance with current regulations.
Contact your nearest COBAT center to arrange delivery of youoglifé product. The product must be delivered by a company

that meets the legal requirements, and the customer is always responsible for the cost of return delivery.

Do not open the battery cover for any reason.
Opening the battery is prohibited and potentially dangerous.
Do not shortcircuit the battery terminals as this may cause fire or explosion.
Do not use charging devices, cables, connectors, fuses, or switches that are not approved by WeCo.
The battery and its connections, such as cables, switches, fuses, bars, etc., must be inspected, cleaned, and tightémee: ev
months or when necessary, taking into account the environmental conditions and/or stress of use of the system.

Cables and insulators may experience an early reduction in their insulation coefficient if exposed to excessive environm
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IMPORTANT SAFETY NOTICE

System Lock Condition
The battery is equipped with an automatic protection function that stops operation in case -affapiecification
parameters.
In this condition, the system opens the power circuit (technical block).
1 The status LED and LED bar will show alternating red light with other operating statuses.
91 In this condition, the battery cannot be used and must be isolated from the rest of the system.
1 Restoration of operation may only be carried out by qualified persoanéverification of the operating
parameters.
1 Anunauthorized or unverified restart attempt on the BMS and inverter may cause risk to people and property, as
well as void the warranty.
Safety disclaimer Abuse / outof-spec use
If battery has been abused, ovdischarged, ovecharged, damaged, tampered with, or operated outside the limits in this
manual,stop using it immediately Isolate it on a nortombustible surface in a ventilated area, keep people away, and
contact an authorized installeto handle, inspect, and if necessary dispose of it under local regulatior®o not attempt to
OKI NHS 2any packBrdell gt $xtreme undeoltage; recharging LFP from deep low voltage cause irreversible
damage, venting, or firddo not reuse, repair, or harvest parfsom a damaged pack. Use contrary to these instructiooids
the warranty and releases the manufacturer from liability.

Safety Disclaimer

Trigger conditions (examples, not exhaustive): any suspected abusegigebarge, ovecharge, physical damage, liquid
ingress, puncture/impact, corrosion, tampering/bypass of BMS, or operation outside the published environmental, electrical,

or mechaniel limits in the Technical Data Sheet and this Manual.

Stop all use immediatelyPower down associated equipment and open the DC disconnect/breakers to isolate the battery
inverters or other batteries.

Isolate and quarantine the battery on a neombustible surface in a welkentilated area, away from flammables and out of

reach of people and animals.

52 y2i OKIFINBSS RAaOKIFNHSI 2N aNBFAGBSE GKS olFiGiSNER® 52 y2i
Contact a qualified/authorized installer or service center to handle, inspecty @nckquiredr dispose of the battery in

I O0O2NRIyOS gAlGK t20Ff flga FyR GKS YIydzZFl OGdzNBNRAa Ay aild NHzO
Mark the unitclearlya 5! bD9w 5h bh¢ | {9 thdW{hiChw & ! [ LCLI95

Prohibitions

Do not attemptto reuse repair,recondition or recyclecells/parts from a battery that has been abused, damaged, or driven
into extreme undetvoltage, do not remove change BMS or exchange and or reuse partsoat ahspec used battery.

52 y2G FGGd§SYLIG a7F 2shaibiiy Bf a OttéryNiidse fhck vatagéd o atzy dell voltage is below the minimum
allowable limits specified for the product.

Recharging a lithiuaron-phosphate (LFP) battery from an extreme lgultage state can cause irreversible internal damage
and presents serious safety risks (internal shorting, gas generation, thermal runaway, smokef/fire).

Do not open, disassemble, or bypass the BMS. No ts@wiceable parts inside.
Do not transport a damaged/abused battery except if conducted by a qualified professional and in compliance with dangerous
goods rules.
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IMPORTANT INFORMATION

In the event of product updates or other reasons, this document will be adjusted accordingly without prior notice or

publicity, it will be made available on the WECO website in the download section.

Unless otherwise agreed, this document is to be used as a guide only and never supersedes the Laws of your State. All
statements, information and advice in the documentation do not constitute any express or implied action that contradicts loca
regulationsor standards.

For further information or clarification, please contact us before installing the product.

Official information and the latest data sheet can be foundwanv.wecobatteries.com

It is essential that the battery module is equipped with the latest firmware version available. New batteries are always
shipped with the latest firmware version available at the time.
From time to time, the firmware will be updated to improve the functionality and performance of the battery.

Firmware is always available on thevw.wecobatteries.com/downloadrea website Check the website or monitor

the APP, in case of critiohdateswill be sent to WeCo customers byail.
The latest firmware version is always available for free and can be updated by your local installer. You can always

contactservice@wecobatteries.cofor more information on the upgrade process.

CAUTION CRITICAL RELEASE FIRMWARE INSTALLATION REQUIREMENT
Firmware & Connectivity Policy, integral part of the Warranty Document

Critical Firmware Updatess / NJ& { A O f mant&fily shd rauStde instdllBdithin 60 daysof release to keep the product safe
and theLimited Warrantyin force. Critical updates may include safety and performance improvements; adoption is required. N
installation within 60 days may suspend or void warranty coverage for related failures.

Smart and PRO systenmeludes builiin Bluetooth and WiFi Updates can be performed directly from a phone via WeCo Noor
Bluetooth App

If you cannot complete the update or need hetpntact WeCo Support

If an update cannot be completed promptly, itadvisable to power the battery offiuring the transitional period until the update is
installed.

Online requirement for 18year performance warranty.

To benefit from the 1§ear performance warranty, the battery must remaiantinuously online via the WeCo Apiiroughout the
warranty term. A cumulativeffline allowance of up to 60 dayper year is permitted.

If a claim arises while the unit is offline and required telemetry/logs are unavailable either on the cloud oWBMI&may reject the
claimdue to lack of evidence, per the Limited Warranty.

Ensure your battery is constantly online, this will grant you the latésinware upgrade,and remote intervention of the tech.

Support

bn
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WARNING
WARNING ENVIRONMENT & LOCATION LIMITS
Protect against dripping/splashing water, high humidity, condensation, and standing water.
Do not install in locations with aggressive vapors (e.g., chlorine, ammonia, acid/base fumes, solvessagalbastal air) or in
agricultural/industrial washdown areas.
Operate and store only within the ambient temperature range specified in the Technical Data section. Provide ventilati@i/ther
management to keep the product within limits at all times.

Shield from direct solar radiation and other heat sources that could elevate enclosure temperature beyond specified limits
Although the enclosure is rated IP66 for dust/water ingress, this does not make the product suitable for unsheltered instdation.
Installation must be performed by qualified personnel and must comply with applicable codes and the instructions in thikamdiruthej
Countrythat shall prevail.

Use outside the intended environment constitutes misuse and may void warranty and shift all risks and liabilities tallee avater.
If installation in an outdoor area is unavoidable, the product must be placekltered areathat maintains the environmental condition
specified in this manual (temperature, humidity, condensation control, and protection from UV, chemicals, and weather).

DO NOT OPEN THE BATTERY COVERS. DO NOT REPAIR OR DISASSEMBLE ANY PART OF THE BAT]
DO NOT OPEN THE BATTERY COVER AND/OR REMOVE THE WARRANTY SEALS.
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About this document

Preliminary notes

Declaration

The manufacturer reserves the rigiat final explanation of any contents of this manual.

These batteries cannot be used to power-if&ving devices or for UPS or Bapkuse to power or support lifsaving medical devices.
The battery capacity is intended to bel8kWh in the 1080% range of the BMS.

Capacity is not constant with each cycle and can vary based on many factors, energy degradation is not constant ovacliese or
and is strongly influenced by temperatureRate, and DoD (Depth of Discharge).

The first 500 cycles are typically affected by a greater decrease in capacity than subsequent cycles.

Before purchasing thigroduct, please read the warranty terms available on our website.

Always check the latest technical data on our website as it may be changed.

If this manual is not clear to you, do not purchase or install the battery, ask for a technical meeting by writing to
service@wecobatteries.com

Limited Performance Warranty Documents set parameters to get the best performance out of the battery based on the standard te
condition used by WeCo.

Any additional details about this battery, its BMS and compatibility with inverters can be requested by writing to
service@wecobatteries.com

This battery and its accessories are intended to be installed, maintained, and supervised only by experienced androptaliéied i

All trademarks in this manual belong to their legitimate owners; Third party trademarks, product names, trade names, cangny
and companies mentioned may be trademarks owned by their respective owners or registered trademarks of other compangs and ar
used for explanatory purposes only and for the benefit of the owner, without any purpose of infringing applicable copyright.

The evaluation of the product is an important and necessary phase and must precede the purchase, it is advisable tahevaluate
latest technical data sheets made available onwvew.wecobatteries.com websiter request a copy directly from
sales@wecobatteries.com

Our products and manuals are mainly dedicated to installers and technicians who are experts in the sector with spdattiousli
for electrical systems.

The manual, the system certification and the "first stapt' test certificate or system conformity, of the entire system carried out
according to the national standards of your country, must be given to the end user after adequate training on the use and
maintenance of the battery and the system in general.

These batteries are intended to be marketed for integration into more complex systems installed only by professional @perator
After reading the manual in full, we hope you can purchase our products.

Before purchasing, please carefully evaluate the technical characteristics with the data provided on our website or byngatjees
updated version of the battery model currently in production.

Pay attention to the distinction between BMS temperatures and the operating temperatures of the battery as a lithium atmymula
i.e. the temperatures to which the BMS can be exposed without being damaged, malfunctioning or being affected in thefeading
data such as temperatures voltage current (an incorrect reading of the data for exposureabraumge temperatures could affect

the control and safety logic).

The lithium battery, on the other hand, should not be exposed to temperatures that are too low or too low, while the tennperat
excursions of the environment in which they will be installed should remain as constant as possible. Below you wilefind corr
instructions on the use of the battery and the permissible and recommended temperatures.

The technical data sheets may be subject to change due to market or industrial needs, therefore, the technical dataeserdtompr

third-party websites or in any case distributed in the past may not be updated and in any case correct. Get the icitastetéhses
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from sales@wecobatteries.com

The prepurchase evaluation is an important phase and for this reason it must be conducted carefully and perhaps with the help of
qualified and experienced technicians if your knowledgthe subject is not sufficient.

WeCo batteries are developed for domestic and industrial applications and can only be installed and maintained by exgarienced
qualifiedpersonnelithey are not produced for direct sale to private individuals.

ESS (Energy Storage Systems) batteries for domestic applications are designed to maximize&dhsusefition of energy from
renewable sources. Use for backup systems, or for UPS systems, is possible within the charge/discharge current lil8Sof the
This manual provides detailed information on the operation, maintenance, and troubleshooting of the product, as welllaaralt
safety advice; the information contained in this manual may not be sufficient to cover specific applications, so, if gificrcgze is

not mentioned, please do not purchase our batteries until every technical and safety aspect of your specific applicatesnhas
clarified. You can request technical support frearvice@wecobatteries.com

End of life, end of use and disposal

The Product (battery) is designed for a maximum service life of the first of:

a) 10 (ten) years from the Production Date indicated on the label

b) 7,000 equivalent charge/discharge cycles (DoD 90% at 25°Cratel@5C)

Upon reaching the first of the aforementioned limits, the User is required to cease using the battery.

Within a reasonable period of time from reaching the limit (point 1), the User must start thefelifd management according to the
applicable legislation in the country of installation, delivering the battery to the collection systems indicated bgrthfaoturer or to
operatorsauthorizedto transport, treat, recycle and/or recover. The instructions and delivery channels are shown on the label/manual
and in the official references of the manufacturer. Abandonment or improper disposal is prohibited.

Any overhaul/regeneration of the battery after the limit specified in point 1 has been reached may only be carried owtaifiexiq

and legallyauthorizedthird-party company. This company assumes all responsibility for compliaafaty,and postintervention
performance. The original manufacturer does not warrant or assume responsibility for products that are used beyond limits or
remanufacturedtamperedwithout its written permission.

Use of the battery beyond the limit indicated in point 1 or in violation of the instructions will result in the forfeitargyafonventional
warranty and is at the User's sole risk.

Determining Limit Reach

The achievement of the useful life limits is determined by means of BMS logs and/or other objective technical evidenesti(iagn
reports, cycle counters, maintenance logs).

WeCo offers two types of warranty on its products, the warranty on manufacturing defects also known as the European amdranty
in addition the warranty on performance, this subject to compliance with installation requirements well defined in the tywarran
document. More information can be found in this manual and on the specific warranty document available for each battery model

SYSTEM DESIGN BY EXPERIENCED TECHNICIANS

Systems Design is the process of defining the architecture, components, modules, interfaces, and load data for a sysiem by th
customer in order to meet the specified requirements

For a solasystem,these components are the PV modules, the inverter/chazgetroller, and the batteries, as well as the different
interfaces of these components.

These systems must be integrated with each other following the respective technical rules and must be compatible withezach ot

The design must take into account functional guarantees and performance guarantees in order to guarantee the end customer ful
satisfaction of the product he will use.

For safety reasons, if the battery is not operating at the temperatures, currents and DODs specified in the performanay warra
requirements, it should be inspected frequently according to the conditions of use applied.

WeCo bases warranty and safety on the standard conditions of use described above; Heavier uses and at suboptimal templératures

8
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have direct effects on premature battery aging and intrinsic safety.

With System Design, the designer, based on the prescriptions of this manual and on his own experience, must guarantee some
important steps:

System longevity Establishing an appropriate frequency for maintenance and inspections can extend the useful life of the system,
preventprematurefailures,and ensurethat the system operates at optimal levels for as long as possible.

Safety: Regular maintenance and inspections help identify and fix potential safety issues before they can cause accidents or
malfunctions.

Operational efficiencyA wellmaintained system tends to operate more efficiently, with fewer interruptions due to failures or
malfunctions, thus ensuring better performance and reliability.

Cost ConsiderationWhile regular maintenance incurs additional costs, it can actually help reduce overall costs in the long run,
preventing costly failures and extending the life of the system.

Breakdowns and rapid interventionin the event of a battery failure and/or alarm, it is mandatory to immediately disconnect the
battery from the inverter and keep it off until the technician arrives.

To ensure that these maintenance practices are followed correctly, it is essential that they are well documented andrpassed o
the end ofcustomer or maintenance persofihis includes preparing a detailed maintenance plan, specifying the frequency of
various maintenance and inspection activities, based on the specific characteristics of the site and application wheterthis sy
installed.

BATTERY OPERATION

There are several factors that affect the operation of the battery in terms of its ability to provide capacity and liflaegpec

If you respect the battery, it will work safely and efficiently for many years.

Storage

The battery module should be stored in its original packaging, in a clean, level, drglao@chnd indoors.

The recommended storage temperature is 25°G {¢ase b.), but different storage ranges are acceptable:

14°F to +32°F410°C to +0°C range: Inspection and recharge required every three months, SOC requir60%t 40

32°F to +86°F range / +0°C to +30°C: Inspection and recharging every six months required. SOC required at suefiG%nges 40
86°F to +113°F / +30°C to +45°C range: Inspection and refilling every three months required. SOC required at suctB@&ages 25
NOTE: Maximum charge is 0.2C at an ambient temperature below 11°C and maximum 0.5C in the range of 12°C to 35°C.

The maximum SoC for maritime transport is regulated by the UN directives or by the transport companies, so it may viarg.over t
Inspection parameters: Identify the state of charge, search for alarms and act accardimdgjlpokfor physical damage to the

battery module.

For trickle charging;hargingbetween 0.1C and 0.2C up to 5096 SOC is suggested and then discharging to the SOC limit allowed
by local regulations.

SOC suggested 30%~50% if stored in stock.

Do not recharge below +10°C

If shipped by sea, you must refer to the UN38.3 standard; for road, rail or air handling, refer to the local ADR codles.or sim

Operating Temperature and Thresholds (even outside the thresholds allowed by the performance warranty)
Many chemical reactions are affected teynperature,and this is also true for the reaction that occurs in a WeCo storage battery.
The chemical reaction of a lithium ion is slowed down by the lowering of the temperature of the electrolyte containetartt¢ing,
which results in a lower capacity and a higher loegn performance decay index in direct proportion to the departurerirthe

optimal temperature prescribed by WeCo.

A new battery that provides 100% of the rated capacity at 25°C will only provide about 75% of the rated capacity whenl é¢ploye
10°C.
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At 0°C charging is not normally allowed by the BMS, except for the emergency condition managed by the BMS.

At temperatures below7°C, theBMS will only allow 0.03C of charging current for emergency situations; at temperatures-théRay
charging is prohibited.

Although it is possible to discharge the battery down-20°C, it will then be impossible to recharge it as the charging phase is
prohibited at 0°C.

These thresholds do not mean that the battery warranty applies even under such conditions, even if allowed by the BM$as extr
values.

The logic of the BMS does not coincide with the thresholds to be respected in order to benefit from the performance wasranty,
compliance or norcompliance with the latter is up to the end customer, while the limitations inherent in the battery safetstiblds

are set by the BMS as factory data.

The warranty conditions (Functional and Performance) are well described in the "Limited Warranty" document and should be read
before purchasing the product.

For the performance warranty, WeCo requires that the batteries are installed in a closed environment that allows the maétena
of a temperature in the range of +11°C and +35°C, (thermoregulated) that does not allow condensation or humidity formaton ab
80%, ventilated and healthy.

For example, the functional guarantee (pursuant to European Regulations) prescribes that the installation of batterie20nithidt

be indoors, i.e. indoors, with controlled humidity and temperatures, while the performance warranty prescribes thahglzardi
discharging must be carried out between 11°C and 35°C at 0.5C and DoD 80%; any use outside these requirements is bgt covered
the performance warranty.

For the warranty against manufacturing defects, higher temperatures are allowed, i.e. +0°C + 40°C, always indoors, raottilated
and without condensation formation in order not to lose the right to the warranty for manufacturing defects (European wharrant
Most battery capacity/life issues can be traced back to improper charging. Incorrect charging settings can lead to avgmhargi
underchargingsonditions;any incorrect charging process will affect thegttery'slife or its ability to retain power.

The lower the @Rate of the charge/discharge process, the more the battery will benefit fromtknng performance.

Depth of Discharge (DoD %)

The depth of discharge is a function that is implemented through the setting of the hybrid inverter, compatible with WeCo.

The deeper the discharge, (e.g. DoD 100% means completely discharging the battery), the shorter the battery life dueatitdl est
useful life.

The number of cycles and the DoD specification will affect the expected life in years that the battery/battery systeoviaé! pr

prior to replacement.

To maximize the remaining capacity over the battery's useful life, set the inverter's DoD to 20%, this will help maittta{Sokeiy

for longer.

The functional warranty indicates the maximum DoD at 100% because both the logic and the hardware of the battery have been
verified and tested to achieve it, while the performance guarantee establishes that the maximum value of the DoD % (tothe set
inverter) must not exceed the value of 90% at 25°C 0.5C, without prejudice to the previous requirements.

For safety reasons, if the battery is not operating at the temperatures, currents and DODs specified in the performamtg warra
requirements, it should be inspected frequently according to the conditions of use applied.

WeCo bases warranty and safety on the standard conditions of use desahbgd;heavier use and at suboptimal temperatures

will have direct effects on the premature aging of the battery and witnirinsic safety.

Inwl 48§

The value of the current used to charge and discharge the battery is expressed in C (1C = 100A, 0.1C = 10A inttree SsledRaT
100Ah battery).

Charge/Discharge

Most battery capacity/life issues can be traced back to improper charging also due to improper location. Improper chtiingsg se
can lead to an overcharge or oveischarge condition or otf-range current for the temperature condition and SOC%.

10
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WeCo only guarantees batteries connected via CAN/BMS line to the compatible inverter (see compatibility list on the

www.wecobatteries.com websi)eand used according to the warranty instructions published on the website.

CAN/BMS communication is essential both for active and passive safety reasons and in order to be able to conduct atitesitive c
interactions with the inverter. The BMS has dynamic algorithms that vary according to current or previous conditiondsioged

the chargedischarge or stantby phases.

Modern inverters/charge controllers are equipped with a CAN/BMS interface and no special settings are required to charge and
discharge the battery, except for the setting of the charge/discharge power and the DoD% (if the customer wants to cdntipéy wit
STC requirements, he must read and comply with the warranty conditions defined as STC and set them on the inverter).
Maintenance at optimal temperature, on the other hand, must be guaranteed by the technical room and the air conditioning
equipment installed in it, the inverter is not able to interact with the settings with reference to the temperature of tfir®ement

in which it is installed, also because the inverter and battery could be exposed to different environmental factorsentdiffer

environments

Warranty (Functional Warranty Against Manufacturing Defects) and Performance Warranty

Although the battery BMS allows a wide range of use both in terms of temperature and charging currents, this should not be
interpreted as an implicit authorization to use the battery at these levels with reference to the performance warranty.

For the purposes of the performance warranty, it is mandatory that the battery is used within the range of temperature and
charge/discharge current and depth of discharge indicated in the warranty itself and also reported in these paragraphs.

Any other use, even if permitted by the BMS thresholds, is not covered by the performance guarantee.

Firmware Updates

In the event of BMS firmware updates as a result of improvements, corrections, or other reasons, this manual and waragrigs m
updated accordingly. Check the release notes for critical firmware on thevsite.wecobatteries.comat your distributors Critical

Release Firmware must be installed as per warranty requirements.

To obtain support if your system is not equipped withVaFimodule, please contactervice@wecobatteries.com

All WeCo batteries produced since the beginning of 2019 can be equipped WitlFesystem for connection to the WeCo Cloifid

they are not directly equipped with,ithis solution ensures that you are always updated to the Idigstvare version notified in the

APP, the Upgrade function must still be piloted by the user as during the update the battery will have to turn off folesesietyg and

it is therefore necessary to plan this action in such a way that no inconvenience is creatieel fisers othe system.

Thefirmware update can also be carried out locally via Bluetooth App, even in the absein¢eFafyou must have a 4G connection

and keep the Bluetooth App open until the App displays: "NEW FIRMWARE AVAILABLE" after which you can reach therbattery in a
area not covered by data signal and/or-Aiand perform théirmware update via the BT connection.

The customer has the right to subscribe to the newsletter to obtain information regarding the firmware release and any other
communication regarding the products and their use.

Any security enhancement update is released as critical and must be installed by the customer or their designee withirettiicnde

Sign up for the WeCo newsletter to receive emails with your battery's technical updates and critinalvare update

ERRORS

In the event of a permanent error with red LEDtba LED bar, do not restart or reset the battery and contact the afsales service
incorrect manoeuvres could cause damage to people or property, isolate the battery from the inverter immediately if sthrerro
detected.

BMS
acronym for Battery Management System, which is a combination of sensors and processors assembled in PCBs in order to monitor
and control cells under various aspects such as: Temperature, Current, Voltage.
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The logical part, on the other hand, has multiflactionsof processing all this data and controlling the battery to stay within
defined thresholds.

The BMS also serves as an external communication interface with the inverter or charger controller to actively set tiegoperat
parameter that the battery can withstand at that particular time.

The BMS logic part is also responsible for calculating the SOH SOC and stetingeeattery data, warnings, alarms, operating

time and various other useful parameters
SOC

The soc is notmeasured;it is a calculation derived from quantities such as voltageyrent, and temperature.

State of charge (SOC) calculation in lithium batteries is a method used to estimate the percentage of charge remaiatteyyn a b
The calculation is based on voltage, current, and temperature, and can also be used with algorithms to account for aterand ba
usage history.

The SOC value is an estimate and is not accurate as many factors may affect the daily calculation, for this reasornahis@ampo
reset the SOC calculation by fully charging a battery to the maxirtmureach 100%, at least once a montthe user is responsible
for charging the battery at least once a month to 100%, Reaching 99% is not enough.

This will reach the upper limit of the battery and the SOC can be reset to a known point.

SOH
SOH is an estimate expressed as a percentage, which indicates the current capacity of a battery compared to its ititial condi
when it was new.
It reflects the battery's ability to store and provide energy during aging, SOH is not a reliable value and has no dordraeflit
serves as a statistical approximation of battery use.
It is an indicative and statistical figure with no contractual value
Optimal chemical reactionsChemical reactions within the battery occur efficiently within the cell temperature of +15 °C +30 °C,
providing a balance between performance, longevity and safety
Optimal temperatures:For any lithiurion battery the best operating cell temperature is between 20 °C and +30 °C, which means
staying within an ambient temperature of +15 °C + 25 °C
Optimal temperatures for improved safety and performanc®ptimal capacity, charging speed, and cycle time are guaranteed
within the temperature ranges stated above. Installing batteries irtairditioned environments such as cabinets or technical rooms
is always the best solution for their safety and longevit
Reduced capacitycaused by the temporary effect of temperature on chemical reactions but it is also an irreversible effect caused by
the three factors: Use/current ratiQ Temperature of useAging
Slower chargingThis is typically a reaction of the BMS to impose a slow current due tiefoperature;this leads to an irreversible
effect in addition to the reduced capacity effects explained above. Slow charging is also a good practice when the agittery is
optimal temperature, in fact using the battery at 0.2/0.5C will ensure greater capacitjydafegevity
Plating effect:In lowtemperature operations, so charging and discharging at very low temperatures, lithium deposits on the anode
can lead to internal battery damage, early loss of capacity, and reduced safety.
Higher capacity and conductivityigh cell temperatures (above 35°C) can increase the relative capacity and conductivity of the
0FGUSNE® DAGAY 3 derfoiriarical Bhis S & ShSurii begefit asWattBrii degradaition accelerates to high
temperatures.Acceleratedagingdegradation: Exposure to high temperatures leads to accelerated aging of the battery. It can cause
electrolyte degradation, separator damage, and increased internal resistance, especially under low voltage and dergistent
temperature conditionsThermal runaway The cell exposed to high temperatures can overheat and potentially lead to a cell valve
vent and/or fire due to electrolyte gasification.
Thermal runaway due to plating and dendritea:"sneaky" consequence due to misuse of a lithium battery, e.g. exposure to low or
high temperatures, excess discharge, excess exposure to low voltage in a cold environment, thermal runaway, cell veéatang due
internal short circuit, and increased re&nce that will cause persistent short circuit and cell deformation.
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The galvanic effect is also a consequence of extreme undervoltage and subsequent reuse of the battery and in the lonfterm co
cause cell malfunction and possible short circuits, which is why a lithium battery found in extreme undervoltage condistons m

never be reused and must be disposed of at a center authorized by a qualified company.
Temperature Management Systems:

The fact that the battery Smart Ah-Oneis equipped with a heating system should not be understood as an implicit authorization to
install the product in cold and/or unhealthy places, the heating system serves as an aid in the event that the tempethture of

room falls below the permissible ke for recharging.

13
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ATTENTION

External protection switches between inverters and batteries

External protection switchesSwitches and external protectiomsust be sized, selected and installed according to the indication of
the system designeaccording to the wiring diagram, the available shartuit currents, the installation environment and the safety

requirements of the site.

These devices (e.g. switchéisconnectors, MCB/MCCB, RCD/RCCB, SPD, DC/AC disconnectors, emergenmuyssyesijantee

visible disconnection, adequate breaking capacity, selectivity and coordinatigth the internal protections of the inverter and
batteries. Additionabafety systemge.g., fire, barriers, ventilation/extraction, monitoring) may be required depending on site
characteristics and applicable regulations. Compliance with local standards and regulations temagsponsibility of the
desiner/installer.

Legal Information

Unless otherwise agreed, this document is intended to be used only as a guide to the installation, maintenance and mamdgement
the product, all statements, information and advice contained in the documentation do not constitute any express actiphiear im

statement in contradiction with local regulations or standards.
For more information, please contact us.

Official information and the latest data sheet are availablenovwv.wecobatteries.comhowever, they can be requested in real time

at service@wecobatteires.corilyperlinks, thirdparty links, digital datasheets published on web social media or even printed in print

media may not be updated to the current version of the product. Before purchasing the product, check the website for lteleltmica
and warranties updted to the current date.

It is essential that the battery unit is equipped with the latest firmware version available omthewecobatteries.consite orwWeCo
APPs.

From time to time, WeCo will release a new firmware to improve the functionality of the battery, if your battery is equipip&uli-

Fi(paid accessory) and you are registered on our APP, the new firmware will be visible in the APP and can be updatedphgth a sim
click from your phone.

The latest firmware version is always available for free; the battery firmware can be updated by the local installer 2/d $528d
Windows PC (reserved for installation technicians) or via APP for batteries equippalfivitHongles.

You can also write an email service@wecobatteries.coto understand and be supported in the upgrade process.

To benefit from the guaranteehe request must be received within 10 days of the everily sending a request via email to

service@wecobatteires.cowor by filling out the RMA ticket

A\

TheSMARTSYSTENS designed to be used only in sheltered and restricted access environments.
The IP rating should not be understood as implicit authorization for outdoor installation.
In any case, installation must be provided in protected and sheltered environments from the weather
The place must be ventilated and dry, sheltered from extreme temperatures, which are harmful to the life and safety tiktlye ba

Use in an outdoor environment or not compliant with the IP degree is prohibited and potentially dangerous to the heatiplef pe

and/or property
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Production guarantee

Although the battery BMS allows for a wide range of use, both in terms of temperature and charging currents and DO dhis sho
not be interpreted as an implied authorization to use the battery at these levels.
For purposes of the Performance Warranty, it is mandatory that the battery be used in the range of temperature and

charge/discharge current and depth of discharge indicated in the Performance Warranty.

The capacity is understood to be of the new product, within 3 months of production and stored as prescribed, the capaciigttes
be carried out at a base temperature of 25°C with saturation charge of the cells and then discharge test at 0.2C a=dpvgdbeb

warranty conditions. Write t@ervice@wecobatteires.cofior more information.

See the Limited Warranty Document for more details

Performance guarantees

This is an additional warranty and applies to the performance warranty expressed in cycles, provided that the battery hissdhée
accordance with the performance warranty usage criteria and only to batteries connected via a BMS line to an appeciezdThe
battery's operating parameters must remain within the performance warranty terms throughout its useful life, otherwise the
performance warranty will not apply.

Any other use, even if permitted by the BMS ranges such as limits exceeding theindicated by the performance warranty, is not
covered by the performance warranty, but the legal warranties remain valid.

See the limited warranty document available on the website www.wecobatteries.com in the download and warranty area.

Important Battery Safety Information

Knowing a lithium battery is important for good and optimal storage. An additional information guide to the manual idavajlab
and you can request it from WeCo by writingsirvice @wecobatteries.com

MISUSE
It is not allowed to use a battery that has been affected by:
-Overvoltage
-Under voltage (excess discharge beyond the safe limit)
-Overtemperature
-Under temperature
-Overcurrent.
It is forbidden to use a battery that exceeds the operating limits of the BMS and the storage and use limits indicatedandiai
Nor is it prohibited, as it is absolutely dangerous, the battery must be disposed of in an authorized landfill
The use of batteries that have been used outside the operating parameters is dangerous and must be avoided at all costs.
It is absolutely forbidden to remove the BMS and replace it in order to continue using the battery.

Do not attempt to restart or redoperate the battery after such events by acting on the BMS or changing the functions of the|BMS

15


mailto:service@wecobatteires.com
mailto:service@wecobatteries.com

5k0 SMART ENGLISH

| Maintenance and Inspection ProcedueWeCo Smart Alin-One

L. Purposeand Responsibility

This procedure defineactivities, frequencies, acceptance criterand recordsfor the routine maintenance of the Smart AfiOne
system.

The execution iseserved for qualified and authorized personnelhedesigner/installer/operatoris responsible for compliance with
applicable standards and for maintaining the required environmental conditions.

2. Preliminary safety (mandatory)

PPEinsulated gloves, goggles/visor, astatic shoes; DPI aftash when appropriate.
LOTOApplyLockOut/Tag-Out on all sources (AC network, PV/DC, groups).

No voltage:Check with a CAT IlI/IV multimeter that the terminalsfare sbefate operating.
Work area:forbidden to nonprofessionals; ensure adequate ventilation and lighting.
Prohibitions:no DChot plug no live parts, no use of nespproved spare parts.

3. Conditions and tools

Environment:site shelteredfrom precipitation/splash/dust; no persistent condensation.

Minimum tools: calibrated multimeter, torque wrenches with certificate, suitable amtidation protective spray, nenonductive
cleaning kit, smartphone witteCo APP

Tightening torquesOnlyfollow the official table in the Smart Alh-Onemanual.

4. Frequencies

Monthly (30 days):100% SOC verification via APP; alarm/log check, the system must be 100% calibrated with a forced charge if
necessary

Quarterly (3 months)general cleaning/inspection; electrical checks; APP{SO8 verification.

Sixmonthly (6 months):in-depth HVYBOX checksbreakers, contactors, fagiug, RJ45; tightening and mechanical status recheck.

5. Activities and acceptance criteria

5.1 Monthly verification (30 days)

Activity

Check vidWeCo APPSOC, SOH, voltages/currents, temperatures, events/alarms.

ConfirmSOC achievement = 100bleast 1 time/month (full equalization cycle, if expected).

Acceptance criteria

No active/pending alarm; SOC 100% achieved; deviations readings consistent with specifications.

Corrective

In case of repeated alarms or failure to reach 100% SOC for 2 consecutive cycles: open titless tBerviceregister Case ID and

follow instructions.

5.2 Quarterly Audit (3 months)

Activity

Cleaning/visual inspectionRemovedust and foreign bodiegheck foroxidation/rust on terminals, BUS BARS, connectors, body.

Electrical connectionschecktightness(see torque table in the manual); check the integrity of the DC/AC cable insulation and correct

installation (no crushing/radius < minimum).

APP & monitoringanalyze SOC/SQjtlaphs checkV/I consistency betweemodules.

Acceptance criteria

Dry and clean surfaces; no visible oxidation; tightening within tolerance; no sheath damage; regular SOC/SOH trendse®ifferen
16
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module voltages within manual limits.
Corrective
Cleaning with a suitable product; restoration of rubber/silicone protections; restoration of tightening; replacement of ethmag

components/kits only withVeCo spare parts

5.3 Semester Verification (6 months)

Activity

HV BOXcheck power and communication wiring; inspect power and @Xhinals; opeiclose testbreaker; contactoitest with
emergency stop simulation.

FastPlug:check for play/wear/deformationcheck forwater tightness(gaskets, contact surfaces).

RJ45/CANcheck cables free of crushing/cuts; inspect plugs/ports for absence of oxide/corrosion; check firm hooks andicerrect m
termination where provided.

Mechanical checks:echecktightening with a torque wrench; check brackets, screws and anchors.

Advanced cleaningremove any deposits, usnti-oxidation spraywhere necessary.

Acceptance Criteria
Breakers/contactors with smooth functionality (no gluing/delays); stable CAN continuity (no errors/CRC in log); undaradegsfas

RJ45 oxiddree; compliant couples; no cracking, no foreign body.

Corrective Action

Replacement of faulty/worn components; gasket restoration; oxidation restoration; firmware update when requested by WeCao.
6. Records and traceability (mandatory)

Fill inmaintenance checklistsvith date, time, operator, serial numberandresults

Store APRogs/screenshot{SOC/SOH/ALARMS) and tightening reports (applied values).

Openticketsto WeCo in case of anomalies and write the case ID on the checklist.

Keep records for at leaStyears(or period required by local law/contract).

7. Nontconformity and warranty

Failure to carry out the planned activities, the use of +amproved spare parts or environmental noompliance may result in
warranty limitations/exclusionswithin the limits of the law and th&/eCo Warranty Terms

Any nonconformity must beremoved beforerecommissioning; commissioning with open defects on safety/insulation/tightening is
prohibited.

8. Operational annexes

Maintenance checklisimonthly/quarterly/halfyearly) with signature fields and notes.
Tightening torque report (official manual table Smart Ah-One)
Intervention report form and attachments with "before/after" photos.

This document introduces the main features, component composition, installation and use, maintenance and maintenance of the

hybrid bidirectional inverter The Alh-One Solar Storage System (hereinafter referred to as 5K0 Smart).
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MaintenanceChecklist

Operator Name Surname

Data

Company

Site/Plant

Verification Type

a2y (Kt e
vdzZ NISNI e o
| -yedrlyf (6 months)

0 0 n| APP saved logs

u»
ax

b 2

SERIAL BATTERIES HV BOX SERIES

INVERTER MODEL

SERIAL INVERTER

Activity hdzi 02YS o h Y | Note
APR; 100% SOC Achievement Verification (at le hy bo/ d
1x/month)

APP¢ No Alarms/Warnings and SOC/SOH Rea hyY bd/ d
Consistency

Cleaning; No dust/deposits/moisture hy bo/ d
Visual inspectiom No oxidation/rust on the body}| hy bo/ d
clamps, connectors

Electrical connectiong Tightening according tg hyY bd/ d
WeCo manual table

DC/AC Cables Integrity, Insulation and Prope hyY bd/ d
Routing

HVBOX, Intact power/COM wiring hy bo/ d
HVBOX, Breaker: open/close test hy bo/ d
HVBOX¢ Tripping contactors: emergency std hy bo/ d
simulation test

Fast Plug ¢ Mechanical integrity (ng hy bo/ d
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play/wear/deformation)

Fast Plug Tenuta acqua: guarnizioni integre e s¢ hy b ®/
pulite

RJ45 ¢ Cables without abnorma| hy b d/
crushing/cuts/bends

RJ45¢ Oxide/Corrosion Free Plugs and Interi hy b ®/
Doors

RJ4% Firm hooks, no false contacts hyY b o/
Mechanical Fixingg Brackets and screws intac| hy b ®/
no cracks

Advanced Cleaning Contacts treated with arti hy b d/
oxide protective (if necessary)

Notes/Anomalies found hy b &/

Operator Declaration:

The activities listed above have been carried out according to procedure and in compliance with safety regulations.

T ¢19w9 ! w9 bh 5L{/ w9t!b/LO9{
T 5L{/w9t!b/L9{ Ch!b5% ¢I9

Operator signature

{.{¢9a

L{ L{h[!¢95

Time and data

b5

al! 59
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1. About this document

1.1 Validity and acquisition of information

This manual applies to the WECKO05Smart 1PH all in one syste®nly qualified personnel authorized under the laws of their

country may install, troubleshoot, and maintain battery modules.

In the event of a product revision, this manual will be modified accordingly. Unless otherwise agreed, this documerdes inten

solely as a guide, and all statements and information contained in the documentation must not contain any express contradicti

with local regulations or standards.
For further information, please do not hesitate to contact us.
Official information and the latest technical data sheet are availablevav.wecobatteries.com.

1.2 Subject matter

The instructions contained in this document may only be carried out by qualified persons within the meaning of applicable law
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Failure to do so shall result in any warranty or liability of the manufacturer being disclaimed.
1.3 Contents of the manual

This manual contains information and instructions on safety, battery module overview, instal
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lation, electrical connection,

maintenance and storage, battery module disposal, technical parameters. Please finish reading this manual carefully before

performingany operation on the battery module.
1.4 Firmware and software

It is essential that the battery module is equipped with the latest firmware version available. The new batteries are eéguippe

the latest firmware version, however before commissioning please check via Bluetooth or WiFi APP for the latest available FW

version or search for it ohttps://wecobatteries.com/downloaghreal.

From time to time, the firmware will be updated to improve the features and capabilities of the battery.

The latest firmware version is always available for free and can be updated by your local installer. You can always contact

service@wecobatteries.cofor more information about the upgrade process.

In the case of a critical update release, the user must install the firmware within 60 days of release.

To stay up to date on firmware releases, please register for the newsletter, check the APP for new firmware notifications and

check the weco website download area for your battery model.
1.5 Symbolic conventions

Etichetta Detail
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ElectricShock
A Warning This label indicates that there is high voltage inside the product and touching it may cause an electric sh
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Class 9

Miscellaneous| Substances and objects which, during transport, present a hazard that is not included in any of the other

Hazardous| are classified in class 9.

Substances and Objects

¢KS ok ddsSN
@ NEOEOf SR The battery must be recycled
Li-ion

Fire is strictly forbidden within 40mt
No fire symbol

% 51y 3SNE dza

This label indicates that there is a hazardous risk of explosion that could be induced by the product

[ AYAQ us
b N This label indicates that there is a temperature limit of the product.
YI N

Keep dry
'* This label indicates that the product is capable of continuing to do so.

-

Caution: may
This label indicates to avoid fire to the product.
generate flames

m UN Mark 3480

Follow the UN regulations in place to ensure the safety of those transporting for lithium battery products.
UN 3480

Description of the certification mark

LO2y bl YS aStyAy3
Follow current UN regulations to
ensure the safety of those
This product meets CE certification standards
transporting products with lithium
batteries
X EU WEEE logo EU WEEE logoLogo RAEE dellUE
m—
\’ RoHS Mark This product is RoHS compliant.
[ 4
‘ , Recycle Mark The battery is recyclable

The battery is recyclable and must be recycled by a specialized company in accordance with the directives of your muamicipalit
country of residence.
1.6 Acronyms of this manual

No. Term Explanation

1 SoC State of charge

2 DoD Depth of Discharge

3 Charge Charged energy

4 Discharge Discharged energy

5 BMS Battery Management System
6 Firmware BMS Logic Control Software
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2. Safety Information

WARNING: Safety
Before transporting, storing, installing, operating, operating, and maintaining the equipment, please read this
document, strictly follow the instructions provided herein, and follow all safety instructions on the equipment and in
this document In this document, the term "equipment" refers to the products, software, components, spare parts, and
services related hereto; "the Company" refers to the manufacturer (manufacturer), seller and service provider of the
equipment; "You" refers to the eni that transports, stores, installs, manages, uses, and maintains the Equipment.
Thehazard warning, caution, andnotice statements described in this document do not cover all safety precautions. You
must also comply with relevant international, national, or regional standards and industry pragiime€ompany shall
not be liable for any consequences arising from violations of safety requirements or standards relating to the design,
manufacture and use of the equipment
The equipment must be used in an environment that meets the design specifications. Failure to do so may result in the
equipment being defective, malfunctioning, or damaged and not covered by the warranty. The Company shall not be liable
for any loss of prperty, personal injury, or even death caused by this.
Comply with applicable laws, regulations, standards, and specifications during transportation, storage, installation,
operation, use, and maintenance.
Do not reverse engineer, decompile, disassemble, adapt, plant, or other derivative operations on the equipment software.
Do not study the internal implementation logic of the equipment, obtain the source code of the equipment software,
infringe intellectud property rights, or disclose the performance test results of the equipment software.
The Company shall not be liable for any of the following circumstances or their consequences:
o The equipment is damaged due to force majeure such as earthquakes, floods, volcanic eruptions, debris flows,
lightning, fires, wars, armed conflicts, typhoons, hurricanes, tornadoes, and other extreme weather conditions.
o The equipment operates beyond the conditions specified herein.

o0 The equipment is installed or operated in environments that do not comply with international, national, or
regional standards.

o The equipment is installed or operated by unqualified personnel.

0 The operating instructions and safety precautions stated on the product and in the document are not observed.

o You remove or modify the product or software code without authorization.

o0 You or a third party authorized by you may cause damage to the equipment during transportation.

o The equipment is damaged due to storage conditions that do not meet the requirements specified in the
product document.

0 Materials and tools that comply with local laws, regulations, and standards are not prepared.

0 The equipment is damaged due to negligence, intentional breach, gross negligence, improper operation, or

other reasons unrelated to the Company by you or any third party
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2.1 Personal safety

_ o Ensure that the power supply to each source is turned off and/or isolated during installation. Do not install or
remove a cord with the power on. Transient contact between the cable core and the conductor or frame will

cause arcing, sparks, loose or exposwhich may cause personal injury, even indirect, due to damage caused
to batteries and other objects forming part of the system or installation.

o Nonstandard and/or improper operations on live equipment may cause fire, electric shock, or explosion,
resulting in property damage, personal injury, or even death.

o Before operations, remove conductive objects such as watches, bracelets, bracelets, rings, and necklaces to
avoid electric shock.

o During operations, use dedicated insulated tools to prevent electric shock or short circuits. The dielectric
strength voltage level must comply with local laws, regulations, standards, and specifications.

o During operations, wear personal protective equipment such as protective clothing, insulated shoes, goggles,
safety helmets, and gloves.

General requirements

o Do not remove protective equipment. Heed the warnings, cautions, and related preventive measures contained
in this document and on the equipment.

o Ifthere is a likelihood of personal injury or equipment damage during operations, stop immediately, report the
case to the supervisor, and take actionable protective measures.

o Do not turn on the equipment before it has been installed or confirmed by professionals.

o Do not touch the power equipment directly or with conductors such as damp objects. Before touching any
surface of the conductor or terminal, measure the voltage at the point of contact to ensure that there is no risk
of electric shock.

o Do not touch the operating equipment because the casing is hot.

o Inthe event of a fire in the building or parts of the system even if not caused by the batteries or inverters
themselves, leave the building or equipment area immediately and trigger the alarm if present or call
emergency services. Do not enter the builglior area of the affected equipment under any circumstances.

o If the fire can be extinguished with the suppression tools present in the building and if you are trained in fire
protection/prevention/suppression, do your best to extinguish the fire

Staff requirements

o Only professionals and trained personnel are allowed to operate the equipment.

o Professionals: Personnel who are familiar with the principles of operation and structure of the equipment,
trained or experienced in the operation of the equipment, and who are clear of the sources and degree of
various potential hazards in the installaticoperation, and maintenance of the equipment

o Personnel trained according to the Laws of the Country: personnel trained in technology and safety, with
required experience, aware of the possible dangers to themselves in certain operations and able to take
protective measures to minimize the dangersemselves and other people.

o Personnel planning to install or maintain the equipment must receive appropriate training, perform all
operations correctly, and understand all necessary safety precautions and relevant local standards.

o Only qualified professionals or trained personnel are allowed to install, operate, and maintain the equipment.

o Only qualified professionals can remove safety structures and inspect the equipment.

o Personnel performing particular tasks, such as electrical operations, work at height, and operations with special
equipment, must possess the required local qualifications.

o0 Only authorized professionals may replace the equipment or components (including software).

o Only personnel who are required to work on the equipment are allowed to access the equipment.
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2.2 Electrical safety

/A DANGER -

Before connecting the cables, make sure that the equipment is intact. Failure to do so may result in electric shock,
DO NOT OPERATE ON EQUIPMENT THAT IS DAMAGED or HAS SUFFERED SHOCK/IMPACT

Nonstandard and improper operation may result in electric or loose shock.

Do not allow foreign objects to enter the equipment during operations. Failure to do so may result in equipment
damage, load power derating, failure, or personal injury.

/'.\ ATTENTION

The equipment that needs to be grounded, install the grounding wire first when installing the equipment, and remove the

grounding wire last when removing the equipment.

General requirements

(0]

Follow the procedures outlined in the document for installation, operation, and maintenance. Do not rebuild or
modify the equipment, add components, or change the installation sequence without authorization.

Obtain approval from your national or local electric utility company before connecting equipment to the grid.
Comply with the safety regulations of the country regulations

Install temporary fencing or warning ropes and hang "No Entry" signs around the operating area to keep
unauthorized personnel away from the area.

Before installing or removing power cords, turn off tguipment'sbreakers and their upstream and downstream
switches.

If liquid is detected inside the equipment, disconnect the power immediately and do not use the equipment.
Before performing operations on the equipment, verify that all tools meet the requirements and record the tools.
After completing the operations, gather all the tools to prevent them from remaining inside the equipment.

Before installing power cords, verify that the wire labels are correct and that the wire terminals are insulated.
When installing the equipment, use a torque tool with a suitable measurement range to tighten the screws. When
using a wrench to tighten screws, make sure that the wrench does not tilt and that the torque error does not
exceed 10% of the specified value.

Make sure the bolts are tightened with a torque tool and marked red and blue after a double check. Installation
personnel mark tightened bolts in blue. Quality inspection personnel confirm that the bolts are tightened and then
mark them in red. (The marlgs must go through the edges of the bolts.)

After installation, make sure that the protective enclosures, insulating tubes, and other items required for all
electrical components are in place to prevent electric shock.

If the equipment has multiple inputs, disconnect all inputs before using the equipment.

Before servicing an electrical or downstream power distribution device, turn off the output switch on the power
equipment.

When servicing the equipment, apply "Do Not Turn On" labels near the upstream and downstream switches or
circuit breakers and warning signs to prevent accidental connections. The equipment can only be turned on after
troubleshooting has been completed.

If fault diagnosis and troubleshooting are required after power, take the following safety measures: Disconnect the
power supply. Check if the equipment is live. Install a ground wire. Hang warning signs and install fences.

Do not open the equipment panels. Periodically check the equipment connections on a weekly basis for the first 6
months and then every 6 months, making sure that all screws are securely tightened and that the cables are
securely connected and tight

Only qualified professionals can replace a cable or part of the system
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o] Do not damage or scratch the labels or nameplates on the equipment. An illegible label results in the loss of the
warranty.

o] Do not use solvents such as water, alcohol, or oil to clean electrical components inside or outside the equipment.

Grounding

o] Make sure that the grounding impedance of the equipment complies with local electrical standards.

o] Make sure the equipment is permanently connected to the protective ground. Before using the equipment, check
its electrical connection to ensure that it is reliably grounded.

o  Ground testing must be carried out before and after the system is connected and before testing.

0  The grounding check and issuance of the certificate must be carried out after the system has been started up with
the inverter and batteries on and with the inverter and batteries switched off

o] Do not touch and/or work on the equipment without a properly installed ground conductor.

o] Do not damage or disconnect the ground conductor.

o] For equipment using a thregin receptacle, make sure the ground terminal in the receptacle is connected to the
protective grounding point.

o] If high contact current may occur on the equipment, ground the protective grounding terminal on the enclosure
before connecting power; Otherwise, an electric shock may occur due to the contact current and damage the

inverter and batteries

Wiring requirements

(o]

(o]

When selecting, installing, and routing cables, follow local safety regulations and rules.

When routing power cords, make sure they do not twist or kink. Do not splice or solder power cords. If necessary, use a
longer cable.

Make sure all cables are properly connected armilated andneet specifications.

Make sure that cable routing slots and holes are free of sharp edges, and that locations where cables are routed through
pipes or cable holes are equipped with cushioning materials to prevent wires from being damaged by sharp edges or burrs.
Make sure that cables of the same type are tied together neatly and straight, and that the cable sheath is intact. When
routing cables of different types, make sure they are far away from each other without getting tangled and overlapping.
When the cable connection is completed or paused for a short time, immediately seal the cable holes with sealing putty to
prevent small animals or moisture from entering.

Secure underground cables using cable holders and cable clips. Make sure that the wires in the filling area are in close
contact with the ground to prevent deformation or damage to the cables during filling.

If external conditions (such as cable layout or ambient temperature) change, check for cable usage accordi6g364EC
5-52 or local laws and regulations. For example, verify that the current load capacity meets the requirements.

When routing cables, reserve a gap of at least 30 mm between wires andjbeatating components or areas. This

prevents deterioration or damage to the cable's insulating layer.

When the temperature is low, violent shocks or vibrations can damage the plastic cable sheath. To ensure safety, please
comply with the following requirements:

Cables may only be laid or installed when the temperature is above 0°C.  Handle cables with caution, especially at low
temperatures.

Cables below 0°C should be stored at room temperature for more than 24 hours before being laid down.

Do not perform improper operations, such as dropping cables directly from a vehicle. Otherwise, the cable's performance
may deteriorate due to damage to the cable, which affects the curcantying capacity and temperature rise.
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Environmental requirements

(o]

Do not expose the equipment to flammable or explosive gases or smoke. Do not perform any operation on the equipment
in such environments.

Do not store flammable or explosive materials in the area of the equipment.

Do not place the equipment near heat or fire sources, such as smoke, candles, stoves, or other heating devices.
Overheating may damage the equipment or cause a fire.

Do not install in areas where flammable materials, gases or combustibles are or may be present

/!\ ATTENTION

Install the equipment in an area away from liquids or possible flooding.

Do not install in areas prone to condensation or near water pipes and exhaust air vents, or areas prone to water leakage,
such as air conditioner vents, vents, or machine rgoraupplywindow. Make sure that no liquid enters the equipment to
prevent failure or shortircuits

To avoid damage or fire due to hitgmperatures make sure that air vents or heat dissipation systems are not blocked or
covered by other objects while the equipment is operating.

General requirements

(0]

The installation and use environment must meet relevant international, national, and local standards for lithium batteries,
and must comply with local laws and regulations. The user is responsible for protecting the ESS from fire or other hazards.
Keep the ESS out of the reach of children and away from daily work or living areas, including but not limited to the

following areas: study, bedroom, living room, living room, music room, kitchen, study, game room, home theater, porch,
toilet, bathroom, laindry room, and attic.

When installing the ESS in a garage, keep it away from the unit's path. It is recommended to mount the ESS on the topmost
wall of the bumper to avoid collisions.

Do not install the ESS in indoors, unventilated locations that lack proper combat facilities or are difficult for firefighter
access. Do not place flammable or explosive materials around the ESS. It is recommended to mount the ESS on a wall to
preventcontact with water.

Install the ESS in a sheltered place or install an awning to avoid direct sunlight or rain.

For areas prone to natural disasters such as floods, debris flows, earthquakes, and typhoons, please take the corresponding
precautions for installation.

Do not install the ESS in an easily accessible location because the temperature of the enclosure and heat sink is high when
the ESS is operating.

Do not install the ESS on a moving object, such as a ship, train, or car.

Ensure that the equipment is stored in a clean, dry, and-weitilated area with adequate temperature and humidity, and
protected from dust and condensation.

Keep the installation and operating environments of the equipment within the permissible ranges. Otherwise, its
performance and safety will be compromised.

Do not install, operate, or operate outdoor equipment and cables (including but not limited to moving equipment,

operating equipment and cables, inserting or removing connectors from signal ports connected to outdoor structures,
working at height, installig outdoors, and opening doors) in severe weather conditions such as lightning, rain, snow, and

level 6 or stronger wind.
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o Do not install the equipment in an environment with direct sunlight, dust, smoke, volatile or corrosive gases, infrared and
other radiation, organic solvents, or salty air.

Do not install the equipment in an environment with conductive metal or magnetic dust.

Do not install the equipment in an area that promotes the growth of microorganisms such as fungi or mold.

Do not install the equipment in an area with solid vibration, noise, or electromagnetic interference.

Make sure that the site complies with local laws, regulations, and standards.

O O O o o

Ensure that the soil in the installation environment is solid, free of spongy or soft soil, and not prone to sagging. The sit
must not be located on flat ground subject to water or snow accumulation, and the horizontal level of the site must be
higher than the highest water level in the history of that area.

o Do not install the equipment in a location that may be submerged in water.

o Ifthe equipment is installed in a location with abundant vegetation, in addition to routine weeding, harden the soll
underneath the equipment using concrete or gravel.

o Do not install the equipment outdoors in areas affected by salt because it may be damaged. An area affected by salt is
located less than 500 m from the coast or subject to sea breezes. Regions subject to sea breezes vary according to weather
conditions (sah as typhoons and monsoons) or terrain (such as dams and hills).

o Before installation, operation, and maintenance, clean water, ice, snow, or other foreign objects on the top of the
equipment.

0 When installing the equipment, make sure that the installation surface is solid enough to withstand the weight of the
equipment.

0 After installing the equipment, remove packaging materials such as cartons, foam, plastic, and cable ties from the
equipment area.

o Store the equipment according to storage needs. Damage to equipment caused by unqualified storage conditions is not
covered by the warranty.

0 The operating temperature range provided in the technical specifications of the equipment refers to the ambient

temperature in the installation environment.

2.3 Mechanical safety
/!\ ATTENTION

0 Make sure that a professional organization prepares and inspects all the necessary tools. Do not use tools with

o scratch marks, do not exceed the inspection or whose inspection validity period has expired. Make sure the tools are
secure and not overloaded.

o Do not drill holes in the equipment. This could affect the holding performance of the equipment, electromagnetic
containment, and damaged components or cables inside. Metal chips from drilling carcshoit the boards inside the

equipment.

o General requirements
Promptly repaint any paint scratches caused during transportation or installation of the equipment. Equipment with

o

scratches should not be exposed for an extended period.

Do not perform operations such as arc welding and cutting on the equipment without the Company's evaluation.
Do not install other devices on top of the equipment without an evaluation by the Company.

When performing operations on top of the equipment, take steps to protect the equipment from damage.

O O O o

Use the correct tools and use them correctly.
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Moving heavy objects
o0 Use caution to avoid injury when moving heavy objects.
o If multiple people are to move a heavy object together, determine the labor force and division of labor by taking into

account height and other conditions to ensure that the weight is distributed equally.

& 86 & M &

<18 kg 18-32 kg 32-55 kg > 55 kg
(<40 Ibs) (40-70 Ibs) (70-121 Ibs) (> 121 Ibs)

o Iftwo or more people move a heavy object together, make sure that the object is lifted and landed at the same time and

moved at an even speed under the supervision of one person.

o Wear personal protective equipment such as gloves and protective shoes when manually moving equipment.

o To move an object with your hands, approach the object, squat, and then lift the object gently and steadily with the
strength of your legs instead of your back. Do not lift it suddenly or turn your body around.

o Do not quickly lift a heavy object above your waist. Place the object on-aamifhigh workbench or any other
appropriate location, adjust the positions of your palms, and then lift it up.

0 Move a heavy object stably with balanced force at an even, low speed. Lay the object down stably and loosely to avoid
collision or falling due to scratching the surface of the equipment or damaging components and cables.

o When moving a heavy object, pay attention to the workbench, slope, stairs, and slippery spots. When moving a heavy
object through a door, make sure the door is wide enough to move the object and avoid impact or injury.

0 When transferring a heavy object, move your feet instead of turning your waist. When lifting and transferring a heavy
object, make sure your feet are facing the desired direction of movement.

0 When transporting equipment using a pallet jack or forklift, make sure the straps are properly positioned so that the
equipment does not tip over. Before moving the equipment, attach it to the pallet truck or forklift using ropes. When
moving equipment, aggn dedicated personnel to take care of it.

O Choose the sea or roads in good condition for transportation. Do not transport the equipment by rail or air. Avoid tilting or
jolting during transport.

Using Stairs

o] Use insulated and certified ladders when carrying out live line work at height.
Platform ladders with protective railings are preferred. The use of single ladders is not recommended,
Follow the instructions of the safety officer for the planning and execution of the installation
Before using a ladder, make sure it is intact and check its load capacity.
Make sure the ladder is securely positioned and held securely as per the ladder manufacturer's manual.
When using a stepladder, make sure that the pull ropes are secured.

O O o o o o

If using a single ladder, make sure the wider end is at the bottom and take protective measures to prevent the ladder from

slipping.
If using a single ladder, do not climb higher than the fourth rung of the ladder from the top.

o

o] If you are using a single ladder to climb a platform, make sure that the ladder is at least 1 m higher than the platform and
that it is constrained.
0  Use fallrestraints if you exceed 180 cm in height above the ground

0  Obtain consent from the client and contractor before drilling holes.
0  Wear protective equipment such as safety glasses and protective gloves during practice.
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0  To avoid short circuits or other hazards, do not drill holes in buried pipes or cables.
0  When drilling holes, protect the equipment from chips. After drilling, clean any chips.

2.4 Battery Safety

o] Do not connect the positive and negative terminals of a battery. Otherwise, the battery may bechoited. Battery
shorts can generate high instantaneous current and release a lot of energy, which can cause battery leakage, smoke,
release of flammablgases, thermal runaway, freedom, or explosion. To avoid battery siverits, do not service
batteries with batteries switched on.

o] Do not expose batteries to high temperatures or near heat sources, such as scorching sunlight, accessible sources,
transformers, and heaters. Overheating the battery may cause leakage, smoke, release of flammable gases, thermal
runaway, fire, or explosion.

o] Protect batteries from mechanical vibrations, drops, collisions, punctures, and strong shocks. Otherwise, the batteries may
be damaged or catch fire.

0 To avoid leakage, smoke, release of flammable gases, thermal runaway, absence or explosion, do not disassemble, alter or
damage batteries; For example, insert foreign objects into batteries, squeeze batteries, or immerse batteries in water or
other liquids

o] Do not touch the battery terminals with other metal objects, which may cause heat or electrolyte leakage.

0 Thereis arisk of fire or explosion if the battery model being used or used for replacement is incorrect. Use a battery mode
recommended by the manufacturer.

0  The electrolyte of the battery is toxic and volatile. Do not come into contact with spilled liquids or inhale gas if ¢éng batt
leaks or smells. In such cases, stay away from the battery and contact professionals immediately. Professionals should wear
sakty goggles, rubber gloves, gas masks, and protective clothing, turn off the equipment, remove the battery, and contact
technical engineers.

0  Abattery is a closed system and does not release gases during normal operation. Suppose a battery is improperly treated,
such as burned, punctured, crushed, struck by lightning, overcharged, or subjected to other adverse conditions that can
cause the batry to become thermally unstable. If this occurs, the battery magdraagedor an abnormal chemical
reaction may occur inside the battery, resulting in loss of electrolyte or production of gases such as CO and H2. Ensure that
the flammable gas is propgrtlischarged to prevent fire or corrosion of the device.

0 The gas generated by a burning battery can irritate the eyes, skin, and throat. Take protective measures promptly.

/!\ ATTENTION

o] Install the batteries in a dry place. Do not install them under areas prone to water leakage, such as air conditioner
vents, ventilation vents, machine roota supplywindows, or water pipes. Make sure that no liquid enters the
equipment to prevent failure or shodircuits

o] Before unpackingstoring,and transporting, make sure that the packing crates are intact and that the batteries are
correctly positioned according to the labels on the packing cases. Do not place the battery upside down or
vertically; Lay it on its side or tilt it. Stack the baiiés according to the stacking requirements on the packaging
cases. Make sure the batteries do not fall or become damaged. Otherwise, they will have to be scrapped.

0  After unpacking the batteries, place them in the desired direction. Do not place the battery upside down or
vertically. Lay it on its side, tilt or stack it. Make sure the batteries do not fall or become damaged. Otherwise, they
will have to be scrapped.

o Tighten the screws on copper bars or cables to the torque specified in this document. Periodically check if the
screws are tightened, check for rust, corrosion, or other foreign objects, and clean them if present. Loose screw
connections will cause excessivoltage drops, and batteries can catch fire when the current is high.

0  After the batteries are discharged, charge them in time to avoid damage due ted®airarge.
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2.5 Information
The Company shall not be liable for any damage to the battery, personal injury, death, loss of property, and other
consequences caused by the following reasons:
s Force majeure such as earthquakes, floods, volcanic eruptions, debris flows, lightning, fires, wars, armed conflicts,
typhoons, hurricanes, tornadoes, and other extreme weather conditions
The battery warranty period has expired. It is recommended that you do not use a battery with an expired warranty
period, as this poses safety risks.
Actions that do not follow the instructions in the user manual or the Company's direct advice, including but not
limited to the following scenarios:
x  The operating environment of the esite equipment or the external power supply parameters do not meet
the environmental requirements for smooth operation; For example, the actual operating temperature of the
batteries is too high or too low, or the powgrid is unstable and experiences frequent outages.
x  The batteries have been dropped or have not been used or connected properly.
x  Batteries are overcharged due to a delay in acceptance or ignition after the battery is installed.
x  The battery operating parameters are set incorrectly.
x  Different types of batteries, such as batteries of different brands or capacities or old and new batteries, are
used together without prior approval from the Company.
x Do not use batteries other than the WeCo SMART model, there is no other compatibility except for the WeCo
SMART SERIES batteries with DCDC 450Vdc
x  Batteries are often damaged due to improper maintenance.
x  Battery usage scenarios are changed without prior approval from the Company.
X Battery maintenance is not carried out according to the instructions in the user manual, such as not checking
the battery terminals regularly.
X Batteries are not transported, stored, or charged in accordance with the instructions in the user manual.
x  The company's instructions are not followed when repositioning or reinstalling the battery.

It is recommended to purchase a battery with an expired product warranty period.
General requirements

To ensure battery safety and accurate battery handling, use batteries provided by the Company. The Company is not

responsible for any failure of batteries not supplied by it.

o Before installing, operating, and maintaining batteries, read the manufacturer's instructions and comply with the relevant
requirements. The safety precautions specified in this document are essential and require special attention. For additional
safety pecautions, please refer to the instructions provided by the battery manufacturer.

0 Use batteries within the specified temperature range. When the ambient temperature of the batteries is lower than the
permissible range, do not charge the batteries to avoid internal short circuits caused duritenhperature charging.

0 Although the battery is equipped with a heating system, it is always advisable to install the battery in a temperate place in
order to ensure a longer period of operation and efficiency over time.

o Before unpacking the batteries, check that the packaging is intact. Do not use batteries with damaged packaging. If any
damage is found, notify the carrier and manufacturer immediately.

o Turn on the newly installed batteries and check that they are working properly.

o] If the batteries cannot be activated, place them in the original packaging and store them in a dry indoor environment free
of corrosive gases.

o Do not clean the storage system with solvents or fuels, gases may ignite
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. oo O O O O o

Do not store fuels or gases in or near the storage system

Do not use a damaged battery (e.g. damage caused by a battery falling, bumping, swelling, or denting on the casing)
because damage may cause electrolyte leakage or release of flammable gases. In the event of electrolyte leakage or
structural deformation, ontact the installer or professional O&M personnel immediately to remove or replace the battery.
Do not store the damaged battery near other flammable devices or materials; Keep it out of the reach of non
professionals.

Before working on a battery, make sure there are no irritating or burnt odors around the battery.

When installing batteries, do not place installation tools, metal parts, or miscellaneous items on the batteries. After
installation, clean the items on the batteries and the surrounding area.

If the batteries are accidentally exposed to water, do not install them. Instead, transport the batteries to a safe isolation
point and dispose of them promptly.

Before installing a battery pack, make sure that the enclosure is not deformed or damaged.

Check whether the positive and negative terminals of the battery are grounded unexpectedly. If this occurs, disconnect the
battery terminals from the ground.

Do not perform welding or grinding work around the batteries to avoid fire caused by electric sparks or arcing.

If batteries are left unused for an extended period, store and charge according to battery requirements and follow the
manufacturer's instructions, batteries stored at low or high temperature may have suffered damage, consult the
manufacturer before usingr recharging

Do not charge or discharge batteries using a device that does not comply with WeCo requirements and/or local laws
and/or regulations.

Keep the battery circuit disconnected/open during installation and maintenance.

Monitor batteries damaged during storage for signs of smoke, flame, electrolyte leakage, or heat.

If a battery is defective, its surface temperature may be high. Do not touch the battery to avoid scalding.

Do not stand on, lean on, or sit on the equipment.

In backup power layouts, do not use batteries for the following situations:

Medical devices that are essentially crucial for human life

Control equipment such as trains and elevators, as this can cause personal injury

Information systems of social and public importance

Medical and/or lifesaving devices

Other devices similar to those described above

Short circuit protection

(o]

(o]

O O O o o o o

When installing and servicing batteries, wrap the exposed cable terminals in the batteries with electrical tape.
Do not allow foreign objects (such as conductive objects, screws, and liquids) to enter a battery, as this may cause short
circuits.
2.6 Recycling
Dispose of used batteries according to local laws and regulations. Do not dispose of batteries as household waste.
Improper disposal of batteries may result in environmental pollution or explosion.
If a battery leaks or is damaged, contact technical support or a battery recycling company for disposal.
Do not incinerate
Do not discard in generic battery baskets
Do not dispose of or submerge batteries in water or liquid
If batteries are out of use, contact a recycling company for disposal.
Do not expose used batteries to high temperatures or direct sunlight.

Do not place used batteries in environments with high humidity or corrosive substances.
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o Do not use defective batteries. Contact a battery recycling company to scrap them as soon as possible to avoid
environmental pollution.

Guide

o0 This document describes the user manual of The Storage System for the convenience of users.

o This document focuses on product features, configuration, component introduction, and maintenance guidance for the
SMART Series inverter and battery

o Before using and maintaining the product, read and remember the instructions and notes in the document.

0 SMART batteries and inverters cannot be used with other inverters or batteries. The Sete Smart Inverter should only be
used with WeCepproved batteries.

o Before using this document, collect data on each component for future use.

o The graphics in this document are for illustration purposes only. Please refer to the actual product on site for the specific
appearance of the product.

0 The relevant precautions in this document only supplement the laws and regulations in force in the country

This manual must be left with the endser,and the latter must be trained and informed about the maintenance,
supervision, risks and obligations arising from the installation of this system
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System

3.1 Overview

The energy storage system, including inverters and battery expansion modules, can store and release electricity according
to the highperformance energy management system for solar energy, batkeayl, and grid system management.
The Storage System conveniently and intuitively displays the operating status and parameter change via the app and

supports various working modes for greater ease of use.

3. Product Introduction

The system The Storage System supports power and capacity expansion, supports 4 inverter mpdtddisliand one

inverter module supports up to 4 battery expansion modules.

3.2 Model

The identification of the product model is as follows.

Table 31 System Model Descriptions

No. Meaning Description
1 Battery Capacity for Singkhase Systen] 5K0: 5 kWh
2 Product series Smart Series
3 Market EU: European market
4 Inverter type Monophase
3 kW
3.6 kW
5 Inverter power 4.6 kW
5 kW
6 kW
Batt ilabl t 4 > kWh
attery energy available per tower
Y _ v P _ 10 kWh
6 MAX batteries per tower, 1Batteries
15 kWh
MAX parallel)
20 kWh
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3.3 Appearance
The appearance of the produistas follows

Figure 33 Overall System Appearance

. — 3

1: Inverter module 2: Battery Extension Module 3: Battery Base
4: l-shaped bracket for inverter fixin¢ 5: Wi-FiModule
3.4 Label

The label mainly contains information such as the brand and model of the product, important technical parameters, the

6: Battery Wall Mounting

logo of the certification system it complies with, the name of toenpany,and the place of origin.
See label on the product to determine the technical data and the date of production; Below is an example:

w=EcCco w=Ecao w=co
5KO0 Smart 5KO0 Smart 5K0 Smart
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MEPTperang eliage 50~ 520 Ve MEP Topmating vk age 80~ S20vde NPT cperatng volige. 8- 520 e
M. st cumers per MEST Tende Max. input curment per MPPT 18 Ade Max input cumentper MPPT 16 2de
M. b par iR 04de Mz ke par iEST 20 hde. Mt b pur MERT 20 4de
Number of MFPT Rackers 2 Mumber of MPPT Aachers 2 Murmber o MFP T Rackes 2
2 gt gt {megid) AL inpet st foargri] A gt/ astpet foergrid)
Bamed it avput witage | 730 Vao UNPE, Single Phase Rasdingut fouputraliage | 730 VacL/WPE Single Phaze Fatedinput fouguticliage | Z30VacL /WK, Singe Phase
Bt gt fouputpows askw Raedlingst f ot poner skw Fatedingust /oot power [T
Buted inpus f ouputcurant T Raedingst f o curent 217 4zc Fatedinpust /outpst coment 26 dac
Fregancy =/ 1wz Erquany =0 /8 Engumcy 50/ 40 vz
46 cutput (lackesp) A satpt Pack-sp) AC art ()
Fated asputvliage 730 Ve Bl cuput voitage =0v= Fted catpst vodage 0 Ve
Faed asputpone ey Bl cuput power skw Fted cutpst paver T
B aspucumn LT Bt cuput curnnt 743 Fated catpst coment £
Fregancy =0/ 1z Erquany =0 /8 ki Engumcy 50/ 40 ke
@i GNingst G et
Fated nput volizge 730 Ve Raedlingst vokage =0v= Faedingust vokage 0 Ve
Rt nput power e Rasedinput paver skw Fasedinpust power sin
Feted mpus curent maze Ramedinps cument 17 a2e Fadimu amen 26 sac
Fregumey =0/ 1z Emquany =0 /8 4z Emqumcy 50/ 40 bz
Batiery {eltinDG0C) Batiy el inD00C) Eatiay (udlivin DCOC)
Banry ope Lferos Bmay ype [ anen nee e
et okage cove: Rmecioiug 30Vde Fassioinge 0w
Humterod by made z s + Numbes ofbamery merle z 3 4 Mo of bamsy mocule 3 4
M charge dochorgecumens| 120ce | 18Adc | 1SAdc Max chuge ischamecumers| 174de | 15Ade | 154dc s chige foscha e 184 15080
Namiral avalable cxpacy WkWh | 1SkAR | I0ENR Somnal vealie capxey WENR | 1Skie | 0 keR Memind wvabibe caRaty 15 Kk 20 kb
Genad General Gment
Ercosue. wes Encoane o5 Encloane a5
M cpmaangakbude 00m Mz cperaang duce 3000m Max permngalnse 00m
Operatng temperoune flumidy| 201G 50T £ 0-35% A Opermgrempeane fumidy| 20T ~+50°C /0- 358 B Opmasrgrermperure frumesy  20°C ~+50°C 0- 95 B
Frowcve das Proteauechas Frotcsiedas Class 1
AATIA: CER| AATIA: CE2| AATIA: CEF
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3.5 Technical specifications

System
. The specification parameters of the Storage System sere&ss follows.
Table 34 Specification parameters
Parameter
Model See AC Power
PV Input

Max. PV Input Power Up to 200% of AC inverter power (150% for 6kW version)
PV input voltage max. 580V DC
MPPT Operating Voltage 80¢ 520 VDC
Maximum input current for MPPT 16A
Max. Isc for MPPT 20A
Number of MPPT rackers 2

AC input/output (networked)

Rated Input/Output Voltage

230Vac L/N/PE, singiphase

Input/output power rating

See product plate

Rated Input/Output Current

See product plate

Frequency 50/60 Hz
AC Output (Backup)
Rated Output Voltage 230V AC

Rated Output Power

Equal to the minimum power between batteries connected to inverte

Rated Output Current

See Inverter rated power and number of connected batteries

Frequency

50 /60 Hz

GEN Input

Nominal input voltage

230V AC

Rated input power

See product plate

Rated input current

See product plate

Frequency 50/60 Hz
Battery (built-in DCDC)
Battery type [ ACSt hj
Voltage rating 450 V
Number of battery modules (minimum one battery ) 3 4
module)
Usable energy 10 kWh 15 kWh 20 kWh

General

Maximum Operating Altitude

3000 m above sea level

Operating temperature/humidity

-20~50°C / 6 95% RH

Protection class

Class |
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4. Introduction to components

4.1 Inverter module
4.1.1 Appearance

The appearance of the inverter module without the decorative cover is shown as follows. 615mm*210mm*330mm

i

W= JE

pimimmfyy]
Wi

330mm

=
L]
©®
®

615mm 210mm
Figure 41 The Appearance of the Inverter Module Without Decorative Covers

4.1.2 Control panel

The inverter module control panel is shown as follows.

m 1 2
13 Ik : -
- WEET 3
11 4
10 2
9 C >
8 :
7 H
6
I
UTIIIIHIﬂ@f_@MII?IUIII 1]
Figure 42 Inverter Module Control Panel
2: Working indicator and power off | 3: BACKUP UP (Standby Power Lo
1: Screen
button Interface)
4: GEN (Generator Interface) 5: GRID (Utility Interface) 6: Battery stacking interface
7: PV Switch 8: Battery DC Switch 9: Switch button
10: DC Battery Expansion Interface 11: PV Interface 12: Communication Interface
13: Wi-FiModule

The control panel of the communication interface of the inverter module is shown as follows.
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O 49

DRMS _ 9

BAT2

4

METE1 6

Figure 43 Inverter Module Communication Interface Operation Panel

The communication interface ports of the inverter module are shown as follows

NO. Elements Parameter
1 Wi-Fi connection RS485 / RS232S (upgrade port)
2 DRMS Parallel grid port
3 BAT1 Parallel port 1/CAN battery
4 BAT2 Parallel battery port 2 / CAN
5 CT1 Current Transformer Port 1 / Meter Communication Port
6 TIME1 Communication port for smart meters
7 PARA1 Inverter parallel signal input port
8 PARA 2 Inverter parallel signal output port
9 USB Firmware Updater Port
10 COM Battery master communication port (for parallel operation)
11 DRY Dry node inlet/outlet port
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4.2 Battery module
Front and rear view

[l

_in]
=

381mm

u]
s]

n
H‘—'—‘l

Figure 44
Top and bottom view

The appearance of the battery expansion module with a decorative cover is shown as follows.

=
on E?;J} (0] |
-
u] =]
|
670.6mm \
Figure 45
Left and right view (without cover)
[ 1 [ 1
T’ i °oo0o0
[l
|
212mm
Figure 46

Bracket for fixing the battery to the wall
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4.3 Battery base
The appearance of the battery base is shown as follows.

58.8mm

Figure 47 Appearance of the Battery Base

s ™
A W
685mm
P I i L
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5. System Installation

5.1 Preparing for Installation
5.1.1 Product acceptance

After receiving the goods, please check that the packing box is intact and inspect the contents immediately. If the
packaging box is damaged, it is important to sign a reservation right to the carrier and indicate the degree of damage. We
recommend that ya refuse the goods if the damage is severe.

It is recommended that you unpack and inspect the goods without delay. If you find that the goods you receive do not
match what is listed on the delivery list, contact your dealer and do not start the installation procedure.

5.1.2 Packindist

After unpacking the battery, it is critical to verify that the products are intact, complete, and free of obvious damage. If
any items are missing or damaged, please contact your retailer, making sure you have the document accompanying the
goods. Below ithe packing list of the inverter module.

N LW N W E
==
A B J\_ ¢ J\_°o J\__E J a
a N E N N7 N N
g BSa, z e
G H | J K L M
o S 7N \ TN J /

Figure 51 Inverter Module Packing List
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No. Description Quantity
At Inverter module + battery BASE 1
B Manual 1
PV+ connector 2
D PV+Pin Connector 2
And PV- connector 1
F P\fpin connector 1
G Wi-FiModule 1
H M4*10 Recessed Cross Head Carriage Screws with Washer 8
| M6*10 Cross Head Hex Head Cap Screws with Recessed Tip 3
J M6*60 Expansion Bolt 2
K AGBIlack Connector 1
L AGBIlue Connector 1
M CT(*optional in accordance with meter required or provided in the 1
country)
N MC4 Snap Removal Tool 1
Or Smart meter 1
P Right battery stacking connector 1
Q Left battery stacking connector 1
R Inverter bracket L for wall mounting 2
S Wi-Fifixing 1
The list of items required for the battery expansion module is as follows.
4 N N (7 N N
{ﬂﬁﬂr_iﬂ 1 —
| | _Jf N ‘ £ % l
A B e A\ b ) E F
s N N N (g A N
(= _J‘
o ¢ AN i NS ! AN ’ J

Figure 52 Battery Expansion Module Packing List



5k0 SMART ENGLISH

No. Description Quantity
Expansion Battery Module 1
B M6 Expansion Bolt 2
M4*14 hexagon socket flat carriage screws with washer 2
D M4*12 Hex Socket Head Cap Combo Screw 2
And Phillips Countersunk Head Screw M5*10 2
F M4*8 hexagon socket set screws with flat round head and washer 2
Fixing bracket for type A modules 1
H Fixing bracket for type B modules 1
The Handles (may have different shapes depending on the target market) 2
J stirrup 1

Tightening torque requirements

When using screw tightening (bolt), all connecting fasteners must meet the torque or clamping force and must not exp&gticcégiormation,
cracks or breakage.

Screw tightening torque table

Screw type M3 M4 M5 M6 M8 M10 M12 M16

(N*m) 0.7-1 1.82.4 4-4.8 7-8 17-20 34-40 60-70 119140
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5.2 Installation environment, space, and security requirements

5.2.1 Installation environment requirements

I ATTENTION

o

Only qualified professionals or trained personnel are allowed to install, operate, and maintain the equipment.

Selecting an appropriate location for the installation of the Storage System is essential to ensure correct and efficient
operation. When choosing the mounting location, the following factors should be considered:
The Storage System hi&65degree of protection and can be used both indoors and outdoors. It is important that the
ambient temperature remains below 40°C to ensure optimal operating conditions and extend the life of the device.
The mounting method and location must be appropriate for the weight and size of the 5K0 Smart. Ensure that the walls are
strong enough to meet the load requirements needed for the installation of the 5K0 Smart.
The installation floor should be level, free of significant dodis or holes, to provide a stable foundation. The ground level
must be 5 mm or less.
Avoid installing the Storage System on drywall or similar walls that are poorly soundproofed and not solid, or in areas
where it may cause obstruction or noise, as the noise emitted during operation may disturb residents.
It is essential to install it in a welkntilated environment to ensure proper heat dissipation. Also, do not expose the
Storage System to direct sunlight, rain, or snow.

Figure 54 Installation Environment Requirements
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5.2.2 Space requirements for installation

When installing, make sure that there are no other devices (except awnings, etc.) or flammable or explosive materials

around the batteries. Reserve adequate space for heat dissipation and safety insulation.
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Figure 55 Installation Space Requirements

5.2.3 Safety requirements for installation

Avoid drilling holes in water pipes or power cables buried in the wall.

/\ CAUTION

o When installing the equipment, it is crucial to ensure that the installation surface is flat and solid enough to

support the weight of the equipment. It is recommended that you avoid -@gfusting the adjustable leveling
nuts of the floor mounting brackett is important to ensure that the nuts are engaged at least half the depth of
the thread, so as to provide adequate stability. Ove@rundertightening could damage the screw threads,
considering the significant weight of the energy storage module.

o Installation floor requirements: concrete floor. Requirements for wall installation: Please contact the installer
for information regarding loadbearing walls with concrete and brick surfaces, with the exception of walls.

o The equipment is heavy; Therefore, it is advisable to keep the handles raised vertically during handling and to

be careful not to drop/slip/lower the handles quickly, to prevent the equipment from falling and injuring the

operator.

o To avoid dust inhalation or eye contact, wear safety goggles and a dust mask when drilling holes.

0 Use avacuum cleaner to clean the dust in and around the holes and measure the distance. If the holes are
positioned incorrectly, drill the holes again.

o Level the expansion sleeve head with the concrete wall or floor after removing the nut, spring washer, and flat
washer. Otherwise, the mounting kit will not be securely installed on the wall or ground.

o Before installing an energy storage module, clean the ports on the base. In any case, make sure that both the
upper and lower ports are dry and free of dust and foreign objects. Otherwise, the equipment may be damaged

or shortcircuit the battery and/or imerter
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o Before tightening the screws on both sides of each module, make sure that the front panels of the modules are
flush with each other.

5.3 Installation Steps
Physical installation
1. Install base: fix the base to the ground with suitable dowels
2. Stack* the first battery and fix it to the wall with the supplied brackets
3. Stack* any other batteries and fix them to the wall with the supplied brackets
4. Install* the inverter and secure it with the inverter brackets

“ the batteries must be secured together with their side brackets in addition to the wall mounting brackets

Install base Stack the first Stacking the other Install inverters
battery batteria i
i 0

Figure 56 Installation Steps
5.3.1 Step 1. Install the base.

1. Place the base parallel to the wall
2. Leave the base 30 mm away from the wall.

3. Level the base, mark the base mounting holes with a marker, and drill holes with a hammer drill.

~N
1. Place the base on a floor 2. Level the base. 3. Hold the base 30 mm away from the wall, use a marker to mark
the holes for drilling.
Wall

; 30mmY.. ¥ 30mm

| — - I

i 90° /

Floor = S/
J

Figure 57 Installing the Base Module
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4. After leveling the battery base with a tool, secure it with the expansion bolts.

4 N

Figure 58 Attach the Base to the Floor

Step 2. Stack the first battery module on the base

Atk 1S GKS KIFIyRfS 2dzi 2F GKS oFGGSNR LI O1X AYyaSNI G(KS

. ' ' nsert and lift
Insert and lift ' ' !

Left Side

Figure 59 Battery Module Installation
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B. Align the battery with the base module, place the battery on top of the base, make sure the socket connects to the head,
the female socketconnects to the male plug, and then pull out the handles.

= B o
Female connector of
s
]
L !

Figure 510 Pull Out the Handles

O =1

C.Take the brackets from the basic package. Attach the left base bracket on the left side between the battery module and

the base module.
g
U 0 " 0N o
@ L4 @&
N =i:

L=EF L [

4 x M4 screws Left Bracket Base

Figure 511 Installing the Left Side Battery Bracket

D. Attach the right base bracket on the left side between the battery module and the base module.

- o
a o0 o

4 x M4 screws  Base Right Bracket
Figure 512 Installing the Right Side Battery Bracket
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E.Take the bracket out of the battery pack, place the left wall bracket in the correct position, and then use a marker to

mark the marks for drilling the holes.

LILT

Battery Bracket Left Battery Right Bracket

Figure 513 Mark the Holes

F. Drill holes for wall brackets, install bolts, pull out nuts.

M6 Bolts yole mark Cover M6 Bolts
! e ~

G G M8
4 2 (czzzzJ =

\
\
)

Length > 60 mm
\. j

047 ] 04N

X
\‘ X

Figure 514 Wall Bracket Holes
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G.Place the wall bracket on the wall and bolts, tighten the nuts to secure the bracket to the wall and inverter.

Hardware and nuts
I\

, B N
a O’//"I/-i_ O///i— ] M12
Remove i o {
p [— ) 1=
over \\ - ‘,\ . Q %
S5
| |0y C
"’ I=—
i I‘\_ -\El
N J 5N-m

Figure 515 Attach the Wall Brackets

Step 3. Stack the second one and rest the battery module.

A. Perform the same steps as in "Stef\2 take the handles from the package, insert the handles on the sides of the
battery module, stack the second battery on top of the first battery, take out the handles.

y
A IN
Insert the handle ‘/ © \§ Insert the handle
— 2 Ly —
w //
- ?/;
, AN
Extract ’ / R :\Q‘Extract
<— i A "k | —

b

©--+--
I

Figure 516 Stacking the Inverter Module
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B. Take the brackets out of the battery pack. Attach the left battery bracket on the left side between the battery module dadkhny

module.

3 x M4 screws Battery Bracket

Left

Figure 517 Installing the Battery on the Left Side Bracket of the Battery

C. Attach the right battery bracket on the right side between the battery module and the battery module

o
=
000 ¢

3 x M4 screws Battery Right Bracket

Figure 518 Battery Installation on Battery Right Side Bracket
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D. A few steps with steps-E and 2F to install the wall brackets of the second battery.

Left wall bracket % i Right Wall Bracket

s 3

Figure 519 Install the Wall Bracket for the Second Battery

I ATTENTION!

Instructions for attaching batteries and inverters
It is recommended that each battery be attached to the wall immediately after stacking it on the previous base or battery.
It is essential not to install all batteries and/or inverters without first having them properly anchored to the wall withrdokets
provided, to avoid the risk of tipping over and falling.
Fixing procedure
1. Installing the Side Brackets:
0 Install the battery or inverter fixing brackets on the rest of them before lifting and stacking them
0 Before attaching the battery or inverter to the wall, mount the side brackets that connect the unit to the adjacent
unit.
Do not attach the bracket to the wall first as it may move one or more modules of the system from the interlocking
seat
2. Wall mounting:
0 After installing the side brackets, attach each battery or inverter to the wall using the supiiirediets.
0 Make sure that the fastening is sturdy and secure, respecting the technical instructions provided in the manual.
0 Apply the interlocking side covers, making sure to use the specific cover for each side

Follow this procedure for each battery or inverter before proceeding with the installation of the next unit.
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5.3.2 Step 4. Install the inverter module.

A. Stack the inverter on top of the battery. Hold the side of the inverldit the inverter-Align the inverter and battery

Place the inverter on top of the battery

=

L
L

'q&_"_,#r_h' OLT f‘gl
(4

WEES
D { |
4 =

wWwEEE

T
e

=]

e 1 v e 1
Figure 520 Inverter Module Installation
B. Take the brackets from the inverter package. Attach the left inverter bracket on the left side between the battery

module and the inverter module.

WEEE

3x M4
Left inverter  bracket
Qrrewe

e |
Figure 521 Install the Left Side Bracket of the Inverter

C. Attach the right inverter bracket on the right side between the battery module and the inverter module
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wEED "

sle-L 1%
of 3 of- 2|
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4 x M4 screws
a Right inverter

@
@
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Figure 522 Inverter Right Side Bracket Installation

D. Take the wall brackets from the inverter package: Place the inverter wall brackets in the correct position, and then mark the

holes for drilling.

\
1
\
1

A)

)

g
g

I
T
\

NEEE

Left Inverter Right inverter

Wall bracket

Figure 523 Inverter Right Side Bracket Installation

E.Drill the holes according to the markiastall the bolts-use the bolt nuts to fix the wall bracketgix the inverter to the wall.
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Hole mark Hole mark
M6 Bolts M6 Bolts /
. ; ® ﬁ
H R0
wEES D wEEO
g o
% H
L 3 " _j
|
- ’ ; N h
] (0% N O 6m M8 M12
E:ﬁ m - =
Gm"  @m" ¢ O S
(ampn (5
I\, l\ Length > 60 mm 5N-m
S J J/

Figure 524 Inverter Right Side Bracket Installation
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5.4 Electrical connection

5.4.1 System connection diagram

BUCK UP_ 7
wWESD [

|_GEN @D
=5

= _GRID

—"" 5ko_smart

Figure 510 System Connection Diagram
5.4.2 Installing a PE cable

The protective grounding cable must be connected during the installation of the equipment. For the ground connection,

use the threaded bushing dedicated to the ground connection on the side of the Storage System, depending on the specific
conditions of thesite, opt for the connection from a single PE point or bring both the battery system and inverter to the
ground from the dedicated PEs. It is also recommended to adopt the closest and verified grounding to ensure maximum
safety and reliability.

Make sure that the PE cable is securely connected to the pole and to the structure of the storage system. Failure to do so

may result in electric shock.

o0  Avoid reducing the copper crosgction of the cable when stripping a cable

0  The cavity formed after the crimping strip of the crimped conductor of the OT terminal must completely wrap
around the core wires. The core wires must come into close contact with the OT terminal
o0  Wrap the wire crimp area with heat shrink tubing or electrical tape. Heat shrink tubing is used as an example.

0  When using a heat gun, protect the equipment from scalding

Procedure
1 Crimp an OT terminal.
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L2=L1+3 mm

]
e

5o

C

A: Lead wire
D: Heat gun

Figure 520 Crimp an OT Terminal

B: Insulation layer
E: Hydraulic Pliers

C: Heat shrink tubing

2 Connect the ground point of the inverter module to the external ground point.

M6

Figure 521 Grounding the PE Cable

5.4.3 Installing the DC Input Power Cables

Connect the Storage System to the PV string via the DC input line.

Sunlight generates direct current (DC) voltage and can lead tthidatening situations. Therefore, when

connecting the DC input cable in the presence of islands on the photovoltaic (PV) panels, it is crucial to insulate the

string using fuses or covére PV panels with a blackout sheet.

Before proceeding with the connection of the DC input cable, it is essential to check that the Voc voltage is within

the allowed values and that the DC circuit breaker of the Storage System is set to 'OFF'. Otherwise, the high voltage

generated could beethal.

remain below the maximum opedaircuit voltage.

The output power of each PV string must not exceed the maximum input power of the Storage System and must

Before assembling DC connectors, it is crucial to properly label the polarities of the cables to ensure a proper

connection.
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s The string current must not exceed the rating plate value allowed by the inverter and it is not allowed to connect
two strings to the MPPT inputs in parallel.

A After crimping the positive and negative metal terminals, it is important to retract the DC input power cables to
ensure that they are securely connected.

A Insert the crimped metal terminals of the positive and negative power cables into the appropriate connectors. After

that, withdraw the DC input power cables again to ensure a solid connection.

Procedure
1 Connect the DC input cable to the correspondiRy+" and 'P\*" terminals of the inverter.

Figure 511 Installing the DC Input Power Cables

Disassemble the DC connector

Before removing the positive and negative connectors, please ensure that the "PV SWITCH" is turned off.

If it is necessary to remove the positive and negative connectors from the inverter, a disassembly tool can be used to insert
them into the fixed clips and press them down with force, carefully removing the DC connector.

Figure 42 Disassemble the DC connector
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5.4.4 Installing thegrid/load connection cable

o] Make sure the Storage System is completely isolated from any DC or AC power source before connecting the AC

cord.
o] Please wire the machine strictly in phase sequence; Otherwise, the machine will not work properly.
0 Connection to the grid requires an external AC switch to allow isolation from the mains if required.

Procedure
1 Select the appropriate wire and strip the wire to the recommended size.

Table 51 Description of Stripping Dimensions

Diagram No. Article Description

Grid Connected Side (GRID/GEN Interface)

A E C A Diameter 21~26mm
o i - =S B Size 10 mm2 or 6 AWG
- ——— C Length 11lmm

Load side (BACK UP interface)

B i -
A C A Diameter 10~14mm
3 v [

B A % B Size 6 mm2 or 10 AWG
—— —_— Cc Length 10mm

2 Insert the connected mains/load connector into the connection port of the Storage System and
tighten the screws.
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Figure 512 Installing the Cable Tie Connection/Network Load
5.4.5 Communication Connection

Definition of the communication port
Be sure to use a standard RJ45 cable and the plug is shown as follows.

12345678

Figure 513 Defining Communication Interfaces
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B

The pin out of theNi-Fi/DRMS/METEL ports is defined as follows.

Table 52 Pin Definitions foWi-FIDRMS/METE1 Ports

PIN Wi-Fi connection DRMS METH
1 RS485_A4 WRIGPRS DRM1/5 EXICT4_P
2 RS485_B4 VWRIGPRS DRM2/6 EXTCT4_N
3 RS232-TX DRM3/7 RS485_Al_ Metel
4 GND_S DRM4/8 RS485 A3 Mete2/NTC_CT+
5 GND_S DRM_REF RS485 B3 Mete2/NTC CT
6 RS232-RX DRM_COM RS485 Bl Metel
7 VCC_10V VCC_10V CT4_ON+
8 VCC_10V GND_S GND_S

B

The pin out of theCT1/COMS/ PARA1/PAR#Rts is defined as follows.

Table 53 Pin Definitions for CT1/COMS/ PARA1/PARA2 Ports

PIN CT1 COMS PARA1/PARA2
1 EXTCT1_P RS485 A2 BAT CANL1_PARAL1_EXT
2 EXTCT1_N RS485_B2 BAT CANH1_PARAL1 EXT
3 EXTCT2_P GND_S CANL2_PARAL2_EXT
4 EXTCT3_P CANH1_BAT PAR_50HZ
5 EXTCT3_N CANL1_BAT PAR_100HZ
6 EXTCT2_N WAKEUP_TOBAT CANH2_PARAL2_EXT
7 CT1_ON+ DIL+ PAR_MASTER
8 GND_S DIL- GND_S

B

The pin out of thaBAT1 BAT2 DRY ports is defined as follows.

Table 54 Pin Definitions for BAT1/ BAT2/ DRY Ports

ID BATT1 BATT2 DRY
1 CANH_Tower2 CANH_Tower3 NO1

Out Dry contact
2 CANL_Tower2 CANL_Tower3 NC1
3 24V_BUS+ 24V_BUS+ NO2

Out Dry contact
4 100K_Tower2_Downer 100K_Tower3_Downer NC2
5 Empty Empty Di2

In Dry contact
6 24V_GND 24V_GND DI2+
7 StartON+ StartON+ / /
8 StartON StartON / /
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5.4.6 Connecting thewi-FiModule

LLINOTE

After installing and securing th&Vi-Fimodule, it is crucial to take extra care when inserting the cables, making sure to

connect the waterproof connector into the appropriate slot first.

Procedure
1 Attach theWi-Fibracket to theWi-Fimodule and then attach it to the inverter module.
2 Insert theWi-Ficable with RJ45 plug through the cable connector into t-Fi' port

(4]

&)l |onaoog

Figure 514 Connecting thé&Vi-FiModule
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5.4.7 Connecting the Supplied Meté€T

Introduction
The inverter supports three monitoring configurations: 100A standalone CT, 80Aidsedion RS485 meter, or an RS485
meter with external CTs.
Please follow the procedure according to your monitoring choice.

Grid

5KO0_Smart Loads
Figure 515 System diagram
5.4.6.1 Direct Insertion Meter
The directinsertion meter detects grid voltage, current, and direction, communicating with the inverter via RS485. It
requires no external CTs, as current is sensed internally.
For installation, interrupt the main grid cable, routing it through the meter's L/N IN and L'/N' OUT terminadtsirfiere
must not exceed 80A. Connect the meter's RS4#85to the inverter's METERort using the specified pinowhowed in
the table Crucially, the meter must be installed upstream, with the inverter and all loads downstream

e 2

GRID

1N
Breaker

|
I

/2YY aSiS/Ly®&S

< I o w{ny HM o]
2| 0
2| D w{ny HH c
 Hvers
clim
o@%_;_@
0
L
(AN
- J

Figure 516 Direct Insertion Meter Connection Diagram
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5.4.6.2 Meter + CT (Accessory)
In addition to the direct insertion meter, a CT meter can also be used by following the instructions below.
Connect the CT of the meter upstream of the system with the arrow pointing towards the grid. For communication,
connect the RS485 A and B pins of the meter to the METER port of the inverter, following the pinout in the pinout below.

~
A )
GRID %
1 L N
a il
—_— I:\ — %
6 E o o
7 oo
8
Breaker @
@ glbomond 0 © & 5 A 5 A
> / 2YY aSuS|LYy@dS
il o=
| I
N W n
I {ny ¢ c
i =
0@L‘EL;‘@ w{ny M o]
———— ||l
INVERTER SIDE
GRID
INCOMER
SIDE 4 Arrow pointing
to the grid source
J

Figure 517 Meter+CT Diagram

LyLdzi|!/ [ |!/ b ¢ {|/¢

aSiSNI LY n 0 M H
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The CT specifications for the SDM 120CT meter are 120 A input and 40 mA output. The meter can also be connected to
other CTs in the ESTRA series; select the appropriate CT from the list. For the use ofgiaitgt CTs, contact the support
team for assisince.

. 293 R < 14
SRR
Model Rated Amps Output . ( I;

ESCTTAL0 5 40mA — Fﬂ— o
ESCTA10 10 40mA N
ESCTAL0 20 40mA
ESCTAL0 50 40mA — -
ESCTTA10 75 40mA %
ESCTALG6 10 40mA ESCT-TA10
ESCTAL6 50 40mA " 104
ESCTAL6 100 40mA S
ESCTAL6 120 40mA < ‘
ESCTTA24 10 40mA ( r? a |
ESCTA24 50 40mA ’ w 2
ESCTA24 100 40mA
ESCTA24 250 40mA
ESCTTA24 400 40mA —_— » T
ESCTA36 20 40mA 2 ESCT-TA16
ESCTA36 100 40mA
ESCTA36 250 40mA L e s,
ESCTA36 400 40mA ETTIR 3
ESCTA36 600 40mA I Ig ﬂ

/ 3

ESCT-TA36
53 " 18.1 »
:24'3'; r ‘
- x| ESCT-TA24
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5.4.6.3 CT Only Connection

/\ CAUTION

Make sure the Storage System is completely isolated from any DC or AC power source before connecting the AC
cord.

A The signal cable must be threaded into the screw cap before being inserted into the sealing box.

A When the length of the CT cable cannot meet the usage requirements, the CT communication cable can be
extended by an RJ45 connecfollowing original pinout

R The direction of CT cannot be linked in reverse. Please follow the directiors. diéke sure the CT is connected
between the load and the mains supply.

s It is recommended to install the CT inside the distribution box.

Direct CT connection procedure
Remove the CT with the cable from the accessory case.

Insert the CT cable with RJ45 plug through the waterproof cable connector into theg@Tah the inverter

Grid

= =T

L O LD

5K0_Sman Loads

Figure 518a CT Connection Diagram

igure 518b CT Connection
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5.4.8 Local EMS Connection
This section explains how to connect a Local EMS to Port 6 (METE1, RJ45) using the reserved RS485 pair without

FFFSOGAYT GKS AyOSNISNDa &YI NI YSGSNI OKFyyStao ¢KS 02

PIN METE1
1 EXT-CT4_P
2 EXT-CT4_N
3 RS485_A1_Metel
7] RS485_A3_Mete2/NTC_CT+
5 RS485_B3_Mete2/NTC_CT-
6 RS485_B1_Metel
7 CT4_ON+
8 GND_S

tAya n 3 p Tbdedi¢ated ghaphebfor theoLocal EMS.

Approved wiring methods

A) Split RJ45 (recommended when EMS and meter are both required).

Use a divided/split RJ45 so that the meter remains on pgésadid the Local EMS uses pid 4This keeps the two RS485 channels

physically separated.

PIN ‘ METEL
RSAHS_AL_Metel | 1
. RSABS_AD_Mete2/NTC_CTo x| u§
CT4_ONe - -
(4 ————
N 5 — N Local EMS
g — Divided
s o — connector
I
Inverter port 6
[ /1
= o
METER
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5.4.9 Connecting the DRMS

The DRMS is only suitable for Australian and New Zealand installations and complies with Australian and New Zealand
safety requirements.
Procedure
1 Prepare the communication cable.
2 Insert the DRMS cable with RJ45 plug through the waterproof cable connector and into the "DRMS" socket of the
5KO0 Smart.

Figure 519 Connecting the DRMS
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5.4.10 Installing the Cover

When the electrical connections are complete, check that the cables are properly and securely connected, and install the

outer protective cover.

-

= o ee— .
I l ‘ M@Eﬁ :

Figure 522 Installing the Cover
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6. System commissioning

6.1 Starting the AIn-One

Before turning on the AC switch between the Storage System and the power grid, you need to set the multimeter to AC

and check that the AC voltage is within the specified range.

Procedure
1 Place the DC switch "BAT SWITCH" on the inverter in the "ON" position.

2 Turn the "DC Switch" start switch on the inverter to the "ON" position.

3 Pressthe "POWER" button until the LED lights up.

| A

=]
=

—

9

o

BAT SWITCH

PV SWITCH
@ @ POWER
-
- /

Figure 61 Starting the AHIn-One
4  Observe the LED display and check the working status of the 5KO Smart.
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________

WEEC

Figure 62 The Display Lights Up
6.2 Shutting down the system

Do not disconnect the DC connector under load.

Procedure
1 Press the "POWER" button until the LED turns off.

2 Turnthe "DC Switch" start switch on the inverter to the "OFF" position.

3 Place the DC switch "BAT SWITCH" on the inverter in the "OFF" position.
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0 f ’@ °

A—i2

® @
NPT I/ S —
L ) \__ BATSWITCH ©
©
- :
N J

Figure 63 Turning Off System Power
4  Look at the LED display and check the operating status of the 5K0 Smart. Wait for the LCD to turn off and the
Storage System to turn off.

e ™

________

WEEC

Figure 64 The Display Turns Off

73



5k0 SMART ENGLISH

7. Display

7.1 System Interface
Under normal conditions, the display only shows the power flow and operating status of the device. All system settings

must be managed using the supplied mobile app.

ON GRID BATTERY PRIORITY !

System State Work Mode @

2.02 kw

Today's Energy
Solar Energy 2.02 kWh
Battery Energy Charged 0.37 kWh
Battery Energy Discharged 3.02 kWh
Grid Energy Feeding 1.10 kWh
Grid Energy Consumption 0.75 kWh
Load Energy 2.02 kWh
EV Energy 0.00 kWh
AUX Generator Energy 0.00 kWh

Event E003 R-ISO Low

Figure 71 Display Interface
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7.2 Standby interface
The standby interface contains four main menu screens, as shown in the following table.

Table 71 Description of the Standby Interface

Menu screen

Description

This screen displays the status of the system.
Energy: state of energy flow in all four directions

Dotted lines indicate power flow

The icon displayed on this screen is the photovoltaic panel.
Icon: Always on when PV is connected, off when not connected.
Power flow: When the PV is charging, the green dotted line runs from the PV panel to the en
storage system; when there is no PV charging, the dotted line of the power flow is not displd

The icon displayed on this screen is the power grid.

Icon: Always on when the network is connected, off when not connected.
) Energy flow: at the time of discharge to the grid (energy sale), the green dotted line runs fron
energy storage system to the grid; When drawing energy from the grid (purchasing), the red
dotted line runs from the grid to the energy storage system; Wheu are not discharging into

the grid or drawing power from the grid, the dashed line of the energy flow is not displayed.

This screen shows the icon of the energy storage system.
Icon: Normally lit, displays the SOC value of the system.

The icon displayed on this screen is the household load.
Icon: Always on when the home load switch is on, off when off.
Power flow: When discharging to the household load, the red dotted line flows from the ener
storage system to the household load; When there is no discharge on the household load, t

dashed line of the energy flow is not displayed.
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The icon displayed on this screen is of the EV charger
Icon:; Always on when the charging plug is connected to the vehicle, off when not connected
Energy flow: When charging is in progress, the red dotted line runs from the energy storage

system.

7.3 Operation Information Menu
Table 72 Today's energy data from the LCD display

NO. Name Description

1 Panel power PV energy, the progress bar is green, and the PV power is indicated in real

For grid power, the progress bar is green when discharging into the grid (e
sales) and red when drawing energy from the grid (energy sales).

) The length of the progress bar is displayed according to the proportion of t
2 Mains power supply . .
power to the full scale value, and the color depth increases from left to righ
The number on the right side is also green (red when you take power) and

the current discharg power (power outlet) in real time.

Accumulated energy consumption per day, automatically deleted at 23:59 ¢
day.

The color of the progress bar is blue, and the color depth increases as the
) increases; When the power consumption exceeds the nominal range, the
3 Consumption o
progress bar is incremented to red.

The number on the right side is the cumulative energy consumption kwh; T|
color is blue when it is below the nominal range and red when it is greater t

or equal to the nominal range.

o PV production as a percentage of total electricity consumption (tram chargi
4 Seltsufficiency )
plus household load consumption).

5 Event Error and warning codes.

The fault alarm icon has a white triangular background and a red exclamati
5 ERROR mark; the red exclamation mark flashes once every 1 second to be displayg
when a fault occurs, and the Corresponding Event column shows the

corresponding error code.

In the critical alert indicator, the yellow icon is displayed in case of malfunct
7 CAUTION ) .
and the Corresponding Event column shows the corresponding alert code.

8 BLUETOOTH The Bluetooth connection logo will be blue when the connection is success

o ] Wi-Fisignal connection logo, blue color when the connection is successful;
9 Wi-Fi connection o . »
flashing icon during pairing.
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8. System Configuration

8.1 App Downloadng
Download from the App Store
iPhone users: Search for "Noor BT" in the App Store.

Android users: Search for "Noor BT" on Google Play.

User access
After completing the download and installation, open the app, enter your password, and click "Sign In."

Login

( Free Access >

Figure 73 User Access

LLINOTE

The app needs to get the corresponding permissions for the phone, and then accepts all the requested permissions.
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8.2 Connecting thewi-FiModule

Procedure
After logging in to the app, the scanning interface will be displayed, and the QR code/giffmodule will be scanned or

recognized for access by selecting it from the photo album to enter the device information interface.

If the QR code is damaged or scanned abnormally, you can tap the " E{ho manually enter the numbers under the QR code.

Scan Logout

Manual Input Scan Picture Photo Album

] &

Figure 74 Scanning the QR code of th&i-Fimodule
1 Enter the device information interface, click "Setup" on the right side efFMdetworks, enter the
account password, connect Wi-Fi and click "Send Data".
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Inverter Model: 5K0 Smart

ARM FW Version: 5.0.1.92

DCDC Software Version: v12.5
Work Moda: Battery Priority

Wi-Fi Networks

' :

0.04295kwW
66%

Setting Page

Battery Energy
Input Output
29.4kWh 26.0kWh
PV Energy
0.0kWh

[

SCPU Software Version: 5.2.1.06

< Devices Info

Inverter SN
DSP FW Version: 5.1.3.40
BCU Software Version: v1.01.03

BMS Software Version: v3.66.17

System Status: Bypass

-
o
E
O

0.0kW

Grid Energy

Exported Imported
0.0kWh 0.0kwh

Load Consumption

0.5kWh

Configure Networks

WiFi connection status: @

Cloud connection status: @

Wi-Fi SSID

Wi-Fi Password

Submit data

8.3Wizard

Figure 75 Device Information Screen

The new Noor app introduces a stbg-step wizard for the initial installation. Launch the setup wizard and follow the guided

instructions to properly configure the system and ensure that everything is functioning correctly.

Stepl:Grid check

¢ Pre-Installation Wizard <

1 /5 Grid Self Detection

Pre-Installation Wizard

1 /5 Grid Self Detection

Start the Device

Start the Device

1. Grid Connection
Connect the Grid Input terminal.

] :if

(O No Grid

2. Turn on the Inveter
Press the "POWER" button until the LED lights up.

1. Grid Connection
Connect the Grid Input terminal.

Grid Self Detection

Grid OK. Click Next to continue.

< Pre-Installation Wizard

1 /5 Grid Self Detection

Start the Device

1. Grid Connection
Connect the Grid Input terminal

| ® Mo Grid

2. Turn on the Inveter
Press the "POWER" button until the LED lights up.
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Step2:Battery check

< Pre-Installation Wizard

2 /5 Battery Self Detection

O Mo Battery

Next

Step2:Meter check
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